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Definitions

NOTE: All definitions listed below refer to the property or item listed as inspected on this report at the time of inspection
A Acceptable Functional with no cbvious signs of defect.
NP Not Present  Item not present or not found.
NI Not Inspected Item was unable to be inspected for safety reasons or due to lack of power, inaccessible, or disconnected at time

of inspection.
M Marginal ltem is not fully functional and requires repair or servicing.
D Defective ltem needs immediate repair or replacement. It is unable to perform its intended function.

General Information

Property Information
Property Address US Coast Guard Housing, Unit #46017

City Buxton State NC Zip 27220
Contact Name Samuel Horton
Phone 812 340 5163 Faxx

Client Information

Client Name ThomCo Enterprises Inc
Client Address x

City x State x Zipx

E-Mail samuelhethomcoent . com

Inspection Company

inspector Name Ralph W. Woodard, NC Licensed Home Inspector #493
Company Name Zmerican Home Inspections of NE NC

Company Address PC Box 2347

City Kitty Hawk StateNC  Zip 27949

Phone Cell 25 202 8344 Faxx

E-Mail ralphdubya@embargmail . com

Conditions

Others Present No One Property Occupied Vacant
Estimated Age 14 to 16 years Entrance Faces South
Inspection Date 05/07/2011
stric On ® Yes C No O Not Applicable
«u8/0ilOn O Yes ONo @ Not Applicable OJ— ]
Water On O Yes @& No O Not Applicable
Temperature 65-70 degrees
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General Information (Continued)

Weather Clear Soil Conditions Dry
Building Type Single Unit {(only one) Garage Carport

Exterior Surface and Components

ANPN M D
1.X OO0 000 Grading: Generally Flat
2.XIOLC0L0] Driveway: Concrete
. X OOLOLC Patio: Front Entry, Pressure Treated Wood
4. JOCILIPY Deck: Front, Pressure Treated Wood There are two floor joist near the

front of the deck that is not properly supported with a metal joist
hanger. Several of the handrail pickets are loose and out of place.
Close inspection revealed that the nails used to fasten the pickets to
the top and bottom rails are rusty and deteriorated and failing to
perform their intended function.

50000 K Porch: Rear Porch, Pressure Treated Wood Screen panels for the porch are
missing or damaged.

6. I Stairs/Landing: Rear Stairs & Landing, Pressure Treated Wood The wood
pickets are lcose or out of place. The nails used to secure the
pickets are rusty/deteriorated.

Exterior Walls Exterior Surface

700000 Type: Horizontal Wood Ship Lap Siding There is organic growth on the
giding in several places.

There is one piece of siding on the south side that is detericrated.
The exterior of the house should be pressure washed and repainted.

Palm-Tech Inspector, Copyright © 1998-2006, PDmB, Inc.
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Exterior Surface and Components (Continued)

Accent Walls Exterior Surface

Type: (continued)

8.0 L0NXIL] Type: Plywood Panels with machine shake appearance. There is organic
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growth growing at several places on the siding. The exterior of the
house should be pressure washed and repainted.

Trim: Wood, Aluminum Covered

Fascia: Wood, wrapped with Aluminum Coil Stock

Soffits: Vinyl panels

Entry Doors: Ground Front, Fiberglass, Full View Glass

Entry Door: Ground Utility Room, Fiberglass, Flush Solid Core

Entry Door. Main Living Area, Fiberglass, Full View Glass
Entry Door: Kitchen/Dining Area, Fiberglass, Full view Glass
Windows: Andersen Double Hung, Tilt &
Wash Feature The bay window in the
kitchen eating area, the outer edge of
this window unit is bowing dowr,
causing the openings for the double
hung windows on the sides to be out of
square, keeping the double hung window
from being closed properly.

Window Screens: Metal wire There are several screens at various location
in the house that are not installed in the windows. No effort was made
to inventory the windows.

Exterior Lighting: Exterior, Surface Mount There is a exterior light under
the front deck that was wired with interior romex wiring that should
have been installed in electrical conduit. There is a light installed
for the rear stairs. The interior romex wiring for this light should
have been installed in electrical conduit.

Exterior Electric QOutlets: Extericr, Surface Mount

Hose Bibs: Frost Proof

Palm-Tech Inspector, Copyright © 1998-2006, FDmB, Inc.
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Roof

ANPNI M D
All Roof Areas Roof Surface
1. Method of Inspection; On roof
ZDDDDE Material: Asphalt shingle There are ridge cap shingles missing from the
rocf in two places.

3. Type: Hip & Gable

4. Approximate Age: 14 to 16 years

[J Flashing: Metal

Valleys: Aephalt shingle
Plumbing Vents: PVC
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Roof Water Control

Gutters: Plastic

Downspouts: Plastic Parts of the gutter
down spouts are missing and not
properly attached te the building.
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Garage Unit 1

ANPNI M D
Carport, Attached Drive Under Garage
1. Type of Structure: Carport Car Spaces: 01

XD [JJ[] Ceiling: Masonite W/Wood Trim Boards

oK LIL Fioor/Foundation: Concrete
4.X1CI

O] ] Electrical: Lights & Outlet

Palm-Tech Inspecior, Copyright © 1998-2006, PDmB, Inc.
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Electrical Unit 1

ANPNIM D
1. Service Size Amps: 20¢ Volts: 110-240 VAC
2.XOOOO service: Aluminum
3.XI O OCIE 120 VAC Branch Circuits: Copper
4 XL LC][L] 240 VAC Branch Circuits: Copper and aluminum
51X OO0 Aluminum Wiring: Not present
6.4 ] [J[JL1 Conductor Type: Romex
7.X 00O L Ground: Rod in ground only
8. OO LK smoke Detectors: Hard wired with battery back up Most units, some of the

smoke detector have been removed, others dc not respond to the test. 10
recommend that all smoke detectors be replaced in these units.
Ground Level Utility Room Electric Panel
9 XICILCIL[] Manufacturer: Cutler-Hammer
10. Maximum Capacity: 200 Amps
MO0 NO Main Breaker Size: 200 Amps
12.X O 0L Breakers: Copper and Aluminum
13. Is the panel bonded? ® Yes O No

Structure Unit 1

NPNI M D

OOO0 Structure Type: Wood frame

OO Foundation: 8Xx8 PT Wood Pilings and
Mconolithic Concrete Foundaticn The roof &=
above the front deck, this rocof is
sloping downward at the outer edge.
This condition probably exist because
this is a single unit and there is nco
party wall to support the roof on the
south side.

[
LIX>

X

Differential Movement: No movement or displacement ncted
Beams: Pressure Treated Para/Lam Beam

Bearing Walls; Frame

Joists/Trusses: Unable to view

Floor/Slab: Concrete

Stairs/Handrails: Wood stairs with wood handrails
Subfloor: 3/4" T&G Floor Underlayment
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Attic Unit 1

ANPN M D
Main Attic
1. Method of Inspection: From the attic access
Roof Framing: Truss Roof Framing
Sheathing: P1lywood
Ventilation: Rocof and soffit vents
Insulation: Batts
Insulation Depth: @ inches
Vapor Barrier: Paper
Wiring/Lighting: Light & Outlet
Moisture Penetration: No water penetration noted.
Bathroom Fan Venting: Electric fan
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Air Conditioning Unit 1
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AC System

[1Bd A/C System Operation: Inoperative The unit is nearing the end of the
manufactures stated design life

[0 Condensate Removal: Plastic tubing

[ Exterior Unit: Mounted on wooden platform

4, Manufacturer: Carrier

5. Area Served: Ground & Mid Levels Approximate Age: 12 to 14 years

6. Fuel Type: Electric Temperature Differential: x
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. Type: Heat pump Capacity: 2.5 ton

OO OL0OK Visible Coil: Copper core with aluminum fins
The aluminum fins surrounding the
copper colil are becoming deteriorated
and falling away from the copper coil.
The aluminum fins are present to
dissipate the heat from the copper ceil _
and when the fins are nc longer presentf
the coil will over heat and the
condenser will cease to function.

9.0 LI Refrigerant Lines: Rubbertex Insulation The black rubbertex insulation on the
copper tubing is deteriorated and should be replaced.

10.X ] L Electrical Disconnect: Tumble switch

North Side AC System

M. A/C System Operation: Inoperative The unit is currently in service beyond
the manufactures stated design life

12.X 00O Condensate Removal: Plastic tubing

X OO OO Exterior Unit: Mounted on wooden platform

.+. Manufacturer: Carrier

15. Area Served: Top Floor Approximate Age: 12 to 14 years

16. Fuel Type: Electric Temperature Differential: x

17. Type: Heat pump Capacity: 1.5 ton

Palm-Tech Inspector, Copyright © 1998-2006, PDmB, Inc.
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Air Conditioning Unit 1 (Continued)

1. 000K Visible Coil: Copper core with aluminum fins e
The aluminum fins surrounding the
copper coil are becoming deteriocrated
and falling away from the copper coil.
The aluminum fins are present to
dissipate the heat from the copper coil .

the coil will over heat and the
condenser will cease to function.

19.JJCJ[JKK Refrigerant Lines: Rubbertex Insulation The black rubbertex insulation on the
copper tubing is deteriorated and should be replaced.
20.XIJ O Electrical Disconnect: Tumble switch

Heating System Unit 1

ANPNI M D
sund Level Utility Room Heating System

1. OO0 Heating System Operation: Recommend replacement The air handlers installed in
these units are 12 to 16 years old. The air handlers do not meet the
SEER 13 rating that is required to be installed by current rules and
regulations. If and when the exterior condenser is replaced, the air
handler will also have to be up graded to SEER 13.

2. Manufacturer: Carrier

3. Type: Forced air Capacity: 2.5 ton

4. Area Served: Top Floor Approximate Age: 12 to 14 years

5. Fuel Type: Electric

6.0 Blower Fan/Filter: Direct drive with disposable filter

7.X OO O Distribution: Metal duct

Closet, Top Floor Hallway Heating System

8. [0 Heating System Operation: Recommend replacement The air handlers installed in
these units are 12 to 16 years old. The air handlers do not meet the
SEER 12 rating that is reguired to be installed by current rules and
regulations. If and when the exterior condenser is replaced, the air
handler will alsoc have to be up graded to SEER 13.

9. Manufacturer: Carrier

10. Type: Forced air Capacity: 1.5 ton

11. Area Served: Top Floor Approximate Age: 12 to 14 years

12. Fuel Type: Electric

13.d 000 Blower Fan/Filter: Direct drive with disposable filter

14.XI ] L] Distribution: Metal & Fiex Duct

15. X L LJL] Thermostats: Individual

Palm-Tech Inspector, Copyright © 1998-2006, PDmB, Inc.
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Plumbing Unit 1

NI
Service Line: Concealed

Main Water Shutoff: In Utility Room
Water Lines: Copper

Drain Pipes: PVC

Vent Pipes: PVC

om Water Heater
BA [ Water Heater Operation: Water turned off at time of .inspection.
nufacturer: 2.0. Smith

e Electric Capacity: 5¢ gallon

roximate Age: 12 to 14 years Area Served: Whole House

1O TPRV and Drain Tube: Copper
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Bathroom Unit 1

ANPNI M D
Powder Room, Mall Level Bathroom

1.X 10 [ [] Ceiling: Drywall
2.0 00000 Walls: brywall
" XOLCIC] Floor: vinyl floor covering
- MUOLIO L] Doors: Painted, Flush Solid Core
5.X 0000000 Windows: andersen, Double Hung, Tilt and Wash
6.4 1L1[J[] Electrical: Light & Receptacle
7.XIC] OO0 Counter/Cabinet: Laminate Top & Flush Laminate Cabinet
8. BC] ] Faucets/Traps: Generic
9. [JOXKLIL] Toilets: Kohlex
10. 110 HVAC Source: Heating system register
1. XX B L0 Ventilation: Electric ventilation fan
Top Floor Hallway Bathroom
12.X 1000000 Ceiling: brywall
13.X 1L LI[L] Walls: Drywall
14.X 1 L1EIL] Floor: vinyl floor covering
15. X LI C11[C] Doors: Painted, Flush Solid Core
16.X 111 Electrical: Light & Receptacle
17.A[JL111[] Counter/Cabinet: Laminate Top & Flush Laminate Cabinet
18. X ][0 Sink/Basin: Ceramic
19. ][] Faucets/Traps: Generic
20.X 100 Tub/Surround: One Piece Fiberglass
2. JLIKILI[] Toilets: Kohlex
22.4 00000 HVAC Source: Heating system register
23.A L LJELIL] Ventilation: Electric ventilation fan
Top Fioor Rear Bathroom
24 X O Ceiling: brywall
25.XA 1O 00 walls: Drywall
26.X LI LIL] Floor: vinyl floor covering
AL L1[L] Doors: Painted, Flush Solid Core
o XTI Windows: Andersen Fixed Glass
20.XA ][I0 Electrical: Lights & Receptacle
30.XICIEJ L] Counter/Cabinet: Laminate Top & Flush Laminate Cabinet
MO LIL Sink/Basin: Cast Iron

Palm-Tech Inspector, Copyright © 1298-2006, PDmB, Inc.
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Bathroom Unit 1 (Continued)
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Faucets/Traps: Generic

Tub/Surround: One Piece Fiberglass
Toilets: Kohler

HVAC Source: Heating system register
Ventilation: Electric ventilation fan

Kitchen Unit 1
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Area, Main Level Kitchen

Cooking Appliances; General Electric

Ventilator; General Electric

Dishwasher: General Electric

Refrigerator: General Electric Disconnected from power at time of inspection
Sink: Stainless Steel, Double Bowl

Electrical: Lights & Receptacles

Plumbing/Fixtures: Generic

Counter Tops: Laminate and composite materials

Cabinets: Flush Laminate

Ceiling: Drywall

Walls: Drywall The drywall between the bottom of the wall cabinets and
the laminate top just to the left of the range. There ig a crack in
the drywall surface and the drywall appears detericrated. The moisture
cauging this deterioration is probably coming from the exterior of the

Floor; Vinyl floor covering
Windows: Andersen, Double Hung, Tilt and Wash
HVAC Source: Heating system register

Palm-Tech Inspector, Copyright ® 1998-2006, PDmB, Inc.
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Bedroom Unif 1

ANPNI M D
Rear Left Bedroom
1. JLILJX L[] Closet: single The closet door needs to be adjusted to fit into the
opening properly.
2.XO000 ceiling: prywall
3.0 0 [ ] Walls: Drywall On the south wall, there are moisture stains under the
windows,
C4.XOCOE] Floor: carpet .
510 LNXI[L] Doors: Painted, Flush Solid Core The door needs to be adjusted to fit
into opening properly.
6.XA 1 [1[] ] Windows: Andersen, Double Hung, Tilt and Wash
7.0 [0 Electrical: Fan, Light & Receptacles
8. XTI 1] ] HVAC Source: Heating system register
Rear Right Bedroom
. XTI Closet: single
10.XI 10O Ceiling: brywall
1. X OO0 00 walls: prywall
12.XA 100 L] Floor: carpet
13. L] ] Doors: Painted, Flush Solid Core The door needs to be adjusted to fit
into copening properly.
: 101000 Windows: andersen, Double Hung, Tilt and Wash
WDKROLILIL] Electrical: Fan, Light & Receptacles
16. XA 101 [0 HVAC Source: Heating system register
Front Left Bedroom
17.A OO0 Closet: $ingle
18. X 1] L] L[] Ceiling: Drywall
19.X L1 E1] walls: Drywall
20.XI[TCJE0[C] Fioor: carpet
2.1 LK ] Doors: Painted, Flush Solid Core The door needs to be adjusted to fit
into copening properly.
22.A L1000 Windows: Andersen, Double Hung, Tilt and Wash
23. X000 Electrical: Fan, Light & Receptacles
24 XU 1L 0] HVAC Source: Heating system register
Front Right Bedroom
25.XI 1000 ET Closet: single
26.X [ 1[LJL1E] Ceiling: brywall
27. X L1 L] Walls: prywall
28. X1 L] Floor: carpet
20. X L] LJL]L] Doors: Painted, Flush Solid Core
30.X 1L 1[][] Windows: Andersen, Double Hung, Tilt and Wash
31. X ]I 1[J[] Electrical: Fan, Light & Receptacles
32. OO L] HVAC Source: Heating system register

Palm-Tech Inspector, Copyright © 1998-2006, PDmB, Inc.
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Living Space Unit 1

ANPNI M D
Ground Level Utility/Storage Room Living Space
1.X 0[] Ceiling: brywall
2.0 CIRKLC] walls: Paneling, Painted There is presence of organic growth on the
painted plywood walls of this room.
3.XX OO0 Floor: concrete
4 ][] Doors: Painted, Flush Solid Core There

is crganic growth on the surface of the
door.

A

Windows: None
Electrical: Light & Receptacle
HVAC Source: Heating system register
Area Living Space
Closet: Single
Ceiling: Drywall
Walls: Drywall
Floor: Carpet There are stains on the carpet fabric.
Doors; Bi-fold
Windows: Andersen, Double Hung, Tilt and Wash
Electrical: Fan, Light & Receptacles
HVAC Source; Heating system register
ry Living Space
Closet: single The closet door needs to be adjusted to fit into the
opening properly.
Ceiling: Drywall
Walls: Drywall
Floor: vinyl floor covering
Doors: Painted, Flush Sclid Core There is organic growth on the surface
of the door.
Electrical: Light & Receptacle
HVAC Source: None
pace
Ceiling: Drywall
Walls: Drywall
Floor; Carpet
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Living Space Unit 1 (Continued)

26. ][] Windows: Andersen Fixed Glass There are
stains on the wall under the top fixed
glags windows.

27.A 0L Electrical: Lighting

Laundry Room/Area Unit 1

ANPNI M D
Main Level Laundry Room/Area

[ [] Ceiling: Drywall
Walls: Drywall

Floor: vinyl floocr covering There are stains on the vinyl flooring.
Doors: Painted, Flush Solid Core

Windows: Andersen, Double Hung, Tilt and Wash

Electrical: Light & Receptacle

HVAC Source: Heating system register

Washer Hose Bib: Recessed Box

Washer and Dryer Electrical: 110-240 VAC

Dryer Vent: Rigid metal

Washer Drain: Wall mounted drain
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Marginal Summary

This summary is not the entire report. The complete report may include additional information of concern to the client. It is recommended
that the client read the complete report.

Exterior Surface and Components

. Accent Walls Exterior Surface Type: Plywood Panels with machine shake appearance. There is

organic growth growing at several places on the siding. The exterior of the house
should be pressure washed and repainted.

Window Screens: Metal wire There are several screens at variocus location in the house
that are not installed in the windows. No effort was made to inventcry the windows.

Heating System Unit 1

Ground Level Utility Room Heating System Heating System Operation: Recommend replacement The air
handlers installed in these units are 12 to 16 years old. The air handlers do not
meet the SEER 13 rating that is required to be installed by current rules and
regulations. If and when the exterior condenser is replaced, the air handler will
also have to be up graded to SEER 13.

Closet, Top Floor Hallway Heating System Heating System Operation: Recommend replacement The air
handlers installed in these units are 12 to 16 years cld. The air handlers do not
meet the SEER 13 rating that is required to be installed by current rules and
regulations. If and when the exterior condenser is replaced, the air handler will
also have to be up graded to SEER 13.

Bedroom Unit 1

Rear Left Bedroom Closet: Single The closet door needs to be adjusted to fit into the
opening properly.

Rear Left Bedroom Walls: Drywall On the south wall, there are moisture stains under the
windows.

Rear Left Bedroom Doors: Painted, Flush Solid Core The door needs to be adjusted to fit
into opening properly.

Rear Right Bedroom Doors: Painted, Flush Solid Core The door needs to be adjusted to fit
inteo opening properly.

Front Left Bedroom Doors: Painted, Flush Solid Core The door needs to be adjusted to fit
into opening properly.

Living Space Unit 1

10. Ground Level Utility/Storage Room Living Space Walls: Paneling, Painted There is presence of

11.

organic growth on the painted plywocod walls of this room.
Ground Level Utility/Storage Room Living Space Doors: Painted,
Flush Solid Core There is organic growth on the
surface of the door.

Palm-Tech Inspector, Copyright © 1998-2006, PDmB, Inc.
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Marginal Summary (Continued)

12. Main Level Living Area Living Space Floor: Carpet There are stains on the carpet fabric.

13. Ground Level Entry Living Space Closet: Single The closet dcor needs to be adjusted to fit
into the opening properly.

14. Ground Level Entry Living Space Doors: Painted, Flush Solid Core There is organic growth on
the surface of the door.

15. Stair Well Living Space Windows: Andersen Fixed Glass
There are stains on the wall under the top fixed
glass windows.

Laundry Room/Area Unit 1

Main Level Laundry Room/Area Floor: Vinyl floor covering There are stains on the vinyl
flooring.

Palm-Tech Inspector, Copyright © 1998-2006, PDmB, Inc.
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Defective Summary

This summary is not the entire report. The complete report may include additional information of concern to the client. It is recommended
that the client read the complete report.

Exterior Surface and Components

1. Deck: Front, Pressure Treated Wood There are two floor joist near the front of the
deck that is not properly supported with a metal joist hanger. Several of the
handrail pickets are loose and out of place. Close inspection revealed that the
nails used to fasten the pickets to the top and bottom rails are rusty and

deteriorated and failing to perform their intended function.

Porch: Rear Porch, Pressure Treated Wood Screen panels for the porch are missing or
damaged.
3. Stairs/Landing: Rear Stairs & Landing,

Pressure Treated Wood The wood pickets are loose
or out of place.

The nails used to secure the pickets are rusty/deteriorated.
Exterior Walls Exterior Surface Type: Horizontal Wood Ship Lap Siding There is organic growth
on the siding in several places.

There is one piece of siding on the south side that is detericrated. The extericr of
he house should be pressure washed and repainted.

G
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Defective Summary (Continued)

Windows: Andersen Double Hung, Tilt & Wash Feature (3§
The bay window in the kitchen eating area, the

outer edge of this window unit is bowing down,
causing the openings for the double hung windows on

the sides to be ocut of square, keeping the double
hung window from being closed properly.

6. Exterior Lighting: Exterior, Surface Mount There is a exterior light under the front deck
that was wired with interior romex wiring that should have been installed in
electrical conduit. There is a light installed for the rear stairs. The interior
romex wiring for this light should have been installed in electrical conduit.

Roof

7. All Roof Areas Roof Surface Material: Asphalt shingle There are ridge cap shingles migsing
from the root in two places.

8. Downspouts: Plastic Parts of the gutter down spouts

are missing and not properly attached to the
building.

Palm-Tech Inspector, Copyright © 1898-2008, PDmB, Inc.
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Defective Summary (Continued)

Electrical Unit 1

9, Smoke Detectors: Hard wired with battery back up Most units, some of the smoke detector
have been removed, others do not respond to the test. I recommend that all smcke
detectors be replaced in these units.

Structure Unit 1

10. Foundation: 8X8 PT Weced Pilings and Monolithic
Concrete Foundation The roof above the front deck,
this rocf is sloping downward at the outer edge.
This condition probably exist because this is a
gsingle unit and there is no party wall tc support
the roof on the south side.

Air Conditioning Unit 1

. 1. North Side AC System A/C System Operation: Inoperative The unit is nearing the end of the
manufactures stated degign life

12. North Side AC System Visible Coil: Copper core with
aluminum fins The aluminum fins surrounding the
copper coil are becoming deteriorated and falling
away from the copper c¢oil. The aluminum fins are
present to dissipate the heat from the copper coil
and when the fins are no longer present the coil
will over heat and the condenser will cease to
function.

13. North Side AC System Refrigerant Lines: Rubbertex Insulation The black rubbertex insulation
on the copper tubing is deteriorated and should be replaced.

14. North Side AC System A/C System Operation: Inoperative The unit is currently in service
beyond the manufactures stated design life

Palm-Tech Inspector, Copyright © 1998-2006, PDmB, Inc.
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Defective Summary (Continued)

1o

16.

North Side AC System Visible Coil: Copper core with e
aluminum fins The aluminum fins surrounding the "
copper coil are beccming deteriorated and falling
away from the copper coil. The aluminum fins are
present to dissipate the heat from the copper coil
and when the fins are no longer present the coil
will over heat and the condenser will cease Lo
function.

North Side AC System Refrigerant Lines: Rubbertex Insulation The black rubbertex insulation
on the copper tubing is deteriorated and should be replaced.

Kitchen Unit 1

1%

Kitchen & Dining Area, Main Level Kitchen Walls: Drywall The drywall hetween the bottom cof the
wall cabinets and the laminate top just to the left of the range. There is a crack
in the drywall surface and the drywall appears deteriorated. The moisture causing
this deterioration ig probably coming from the exterior of the house since there is
no plumbing above this damage.

Palm-Tech Inspector, Copyright © 1998-2006, PDmB, Inc.
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Definitions

NOTE: All definitions listed below refer to the property or item listed as inspected on this report at the time of inspection
A Acceptable Functional with no obvious signs of defect.
NP NotPresent ltem not present or not found.
NI Not Inspected ltem was unable to be inspected for safety reasons or due to lack of power, inaccessible, or disconnected at time

of inspection.
M Marginal ltem is not fully functional and requires repair or servicing.
D Defective ltem needs immediate repair or replacement. It is unable to perform its intended function.

General Information

Property Information
, Unit #46018A

City Buxton State NC Zip 27920
Contact Name Samuel Horton
Phone 813 340 5163 Faxx

Client Information

Client Name US Coast Guard
Client Address x

City x State x Zip x

E-Mail samuelh@thomcoent . com

Inspection Company

Inspector Name Ralph W. Woodard, NC Licensed Home Inspector #493
Company Name American Home Inspections of NE NC

Company Address PO Box 2347

City Kitty Hawk State NC Zip 27949

Phone Cell 25 202 8344 Faxx

E-Mail ralphdubya@embargmail .com

Conditions

Others Present No One Property Occupied Vacant
Estimated Age 14 to 16 years Entrance Faces South
Inspection Date ¢4/07/2011
;tric On @ Yes O No O Not Applicable
Gas/Oil On O Yes O No ® Not Applicable OK l
Water On O Yes ® No O Not Applicable

Palm-Tech Inspector,
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General Information (Continued)

Temperature 50-55 degrees
Weather Clear Soil Conditions Dry
Building Type Duplex Garage Carport

Exterior Surface and Components

M D
[J[] walks: concrete
X

Deck: Front, Pressure Treated Wood There is one deck floor joist that is
suorted with a ledger or metal Llst han

not properl

3. 00K Porch: Rear Porch, Pressure Treated Wood Screen panels for the porch are
missing or damaged. The porch floor ledger is not bolted to the

structure. The porch screenhdoor ig damaged

Palm-Tech Inspector, Copyright © 1998-2006, PDmB, Inc.
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Exterior Surface and Components (Continued)

400000 K stairs/Landing: Rear Stairs & Landing,
Pressure Treated Weocod There is an open
space between the porch post and the
stairs handrail.

The space is about 12 inches. A small
child could fall from this open area.

5. OO0 ] Grade/Topography: Generally Flat

Exterior Walls Exterior Surface

6.JJJK[] Type: Horizontal Wood Ship Lap Siding All exterior wall surfaces should
be examined and re nailed in the areas where is has become locse. The
exterior of the house should be pressure washed and repainted.

Accent Walls Exterior Surface

7.0 00X [O Type: Plywood Panels with machine shake
appearance. The bottom cocurse of shake
panels on the front and side of the
unit are damaged. It appears the
siding was damaged with a power weed
eater.

Trim; Wood, Aluminum Covered

Fascia: Wood, wrapped with Aluminum Coil
Stock There is a 1/4 inch gap between
the aluminum wrapping the wood fascia.

X
L]
1]
L]
]

YOO Soffits: vinyl panels
LSOO C] Entry Doors: Ground Front, Fiberglass, Full View Glass
XOOOO

Entry Door: Ground Utility Room, Fiberglass, Flush Solid Core

Palm-Tech Inspector, Copyright © 1998-2006, PDmB, Inc.
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Exterior Surface and Components (Continued)

13.XA] ][] Entry Door: Main Living Area, Fiberglass, Full View Glass

14.J 000K Entry Door: Kitchen/Dining Area, = = :
Fiberglassg, Fullview Glass Moisture is
migrating to the inside at the door
thresheld. The door and threshold need
to be adjusted to stop the moisture
migration.

[]

Windows; Andersen Double Hung, Tilt & Wash Feature

Window Screens: Metal wire There are several screens at various location
in the house that are not installed in the windows. No effort was made
to inventory the windows.

Exterior Lighting: Exterior, Surface Mount
There is a exterior light under the
front deck that was wired with
underground romex wiring that should
have been installed in electrical
conduit. There ig a light installed for
the rear stairs. The underground

romex wiring for this light should havex
been installed in electrical conduit.

O [OX
[ OO
0 OO
X
O 0Od

X

18.JJ B[] Exterior Electric Outlets: Exterior, Surface
Mount There is an exterior outlet that
is not properly installed in the wall
opening.

19. I OO0 0O Hose Bibs: Frost Proof

Palm-Tech Inspector, Copyright ® 1998-2006, PDmB, inc.
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Roof

ANPNI M D
All Roof Areas Roof Surface
1. Method of Inspection: On roof
2.0 Material: 2sphalt shingle
3. Type: Hip & Gable
4. Approximate Age: 14 to 16 years
5.X 0000 Flashing: Metal
6.X OO0 Valleys: Asphalt shingle
7. X0
8.
oI

Plumbing Vents: PvC

Roof Water Control

Gutters: Plastie The glue has failed at
one of the sections of plastic gutter
pipe. This is allowing moisture to
fall into one of the corners of the
party wall.

)

|

10.X OO Downspouts: Plastic

Garage Unit 1

ANPNIM D
Carport, Attached Drive Under Garage
1. Type of Structure: Carport Car Spaces: 01
X OO O[O Ceiling: Masonite W/Wood Trim Boards
X LIOIL]L] Fioor/Foundation: Concrete
X O OO Electrical: Lights & Outlet

2.
3.
4.

Electrical Unit 1

ANPNI M D
1. Service Size Amps: 200 Volts: 110-240 VAC
2. X OO0 Service: Aluminum
3.XI O] 120 VAC Branch Circuits: Copper
4. X OO0 240 vAC Branch Circuits: Copper and aluminum
5. XKLL Aluminum Wiring: Not present
6. X LILJ ][ Conductor Type: Romex
7.X OO0 000 Ground: Rod in ground only
RO COKLC Smoke Detectors: Hard wired with battery back up Most units, some of the

smoke detector have been removed, others do not respond to the test. I
recommend that all smoke detectors be replaced in these units.

Palm-Tech Inspector, Copyright ® 1998-2006, PDmB, inc.
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I

Electrical Unit 1 (Continued)

Ground Level Utility Room Electric Panel
O.XI L] Manufacturer: Cutler-Hammer

10. Maximum Capacity: 200 Amps

M1.XLICIOL] Main Breaker Size: 200 Amps

12.X 1O 0 Breakers: Copper and Aluminum

13. Is the panel bonded? ® Yes O No

Structure Unit 1

ANPNI M D

1. 00000 Structure Type: Wood frame

2. X1 L[] Foundation: 8%8 T Wood Pilings and Monolithic Concrete Foundation
3.XIO0LCILIL] Differential Movement: No movement or displacement noted
4. X101 Beams: Pressure Treated Para/Lam Beam

5.XOILILIL] Bearing Walls: Wood Frame

6. 1K C]L] Joists/Trusses: Unable to view

7. OILILIL] Floor/Slab: Concrete

8. I [] Stairs/Handrails: Wood stairs with wood handrails

9.3 1] [CJ] Subfloor:3/4" T&G Floor Underlayment

Attic Unit 1 N
ANPNI M D

Main Attic

1. Method of Inspection; From the attic access

2. 1000 Roof Framing: Truss Roof Framing

. XOOLOO sheathing: Plywood

4 X L1LILIL] Ventilation: Roof and soffit vents

5. X CLICILE Insulation: Batts

6. ][ Insulation Depth: 9 inches

7.X OO LI Vvapor Barrier: Paper

8. LI wiring/Lighting: Light & Outlet

9. OO Moisture Penetration: No water penetration noted.
10.X ] ] 1] Bathroom Fan Venting: Electric fan

Palm-Tech inspector, Capyright @ 1998-2008, PDmB, Inc.
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Air Conditioning Unit 1

ANPNI M D
West Side AC System
1.0 00K A/C System Operation: Appears serviceable
2.X OO0 condensate Removal: Plastic tubing
<ARIImIEE Exterior Unit: Mounted on wooden platform

The wooden platform supperting the HVAC
condensers has failed and should be
repaired.

4. Manufacturer: Carrier

5. Area Served: Top Floor Approximate Age: 7 vears

6. Fuel Type: Electric Temperature Differential: x

7 Type: Heat pump Capacity: 1.5 ton

A OO Vvisible Coil: copper core with aluminum fins

9. Q0O OK Refrigerant Lines: Rubbertex Insulation The black rubbertex insulation on the
copper tubing is deteriorated and should be replaced.

10.J X[ Electrical Disconnect: Tumble switch The HVAC electric disconnect box is very
rusty.

Waest Side AC System
M.OO0CICK A/C System Operation: Inoperative The unit is nearing the end of the
manufactures stated design life, A qualified air conditioning

contractor is recommended to evaluate and estimate repairs

[l Condensate Removal: Plastic tubing

D{ Exterior Unit: Mounted on wooden platform
Wooden platform is deteriorated and
needs tc be repaired.

2.0
B.OOnn

14. Manufacturer: Carrier
15. Area Served: Ground & Mid Levels Approximate Age: 14 years
12 Fuel Type: Electric Temperature Differential: x

lype: Heat pump Capacity: 2 ten

Palm-Tech Inspector, Copyright © 1998-2006, PDmB, Inc.
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Air Conditioning Unit 1 (Continued)

18. QOO CONK Visible Coil: Copper core with aluminum fins§

copper coil are becoming deteriorated
and falling away from the copper coil.
The aluminum fins are present to
dissipate the heat from the copper coil
and when the fins are no longer present| .
the coil will over heat and the '
condenser will cease to function.

The aluminum fins surrounding the : .

19.J 0] Refrigerant Lines: Rubbertex Insulation
20. ][] Electrical Disconnect: Tumble switch The HVAC electric disconnect box is very
rusty.
Heating System Unit 1
ANPNI M D

Ground Level Utility Room Heating System
1.00 00 Heating System Operation: Recommend replacement

2. Manufacturer: Carrier

3. Type: Forced air Capacity: 2 ton

4. Area Served: Ground & Mid Levels Approximate Age: 14 to 16 years

5. Fuel Type: Electric

6.X [JLILJL] Blower FanfFilter: Direct drive with disposable filter

7.X L0 Distribution: Metal duct

Attic Heating System
8.X[JLJ[L] Heating System Operation: Appears functional

9. Manufacturer: Carrier

10. Type: Forced air Capacity: 1.5 ton

11. Area Served: Top Floor Approximate Age: 14 vears

12. Fuel Type: Electric

13.X ][] Blower Fan/Filter: Direct drive with disposable filter

14.DXJ L] L[] Distribution: Metal duct
15. X LI OO L] Thermostats: Individual

Paim-Tech Inspector, Copyright © 1998-2006, PDmB, Inc.
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Plumbing Unit 1

ANPNI M D
1.0 O service Line: Concealed
2.XOIO0 00 Main Water Shutoff: In Utility Room
3.AL0LCIL[] Water Lines: Copper
4. X OO Drain Pipes: pvc
5.XLILILIL] Vent Pipes: pvc
Utility Room Water Heater
6. ][] Water Heater Operation; Water turned off at time of inspection.
7. Manufacturer: 2.0. Smith
8. Type: Electric Capacity: 50 gallon
9. Approximate Age: 14 to 16 years Area Served: Whole House
10.XIJ ] TPRV and Drain Tube: Copper
Bathroom Unit 1
ANPNI M D
Main Level Powder Room Bathroom
1. O000[0 Cceiling: Drywall
2.XO0000 walls: prywall
3 XIOOOL Floor: vinyl floor covering
-0 1L L] : Doors: Painted, Flush Solid Core
X1 L] Windows: Andersen, Double Hung, Tilt and Wash
6. ] 0[] Electrical: Light & Receptacle
7.X L] L] Counter/Cabinet: Laminate Top & Flush Laminate Cabinet
8.J O[] Faucets/Traps: Generic
9. LILIE] Toilets: Kohler The toilet seat 1id is
damaged.
10.XIC0 OO0 [0 HVAC Source: Heating system register
MO0 Ventilation: Electric ventilation fan
Top Floor Hallway Bathroom
12.XA 00010 Ceiling: Drywall
13.X OO0 walls: brywall
14.X IO Floor: vinyl floor covering
15. X000 Doors: Painted, Flush Solid Core
16.X ][] [O0[0 windows: Andersen, Double Hung, Tilt and Wash
< OO L Etectrical: Light & Receptacle
. XA LILCILOLC] Counter/Cabinet: Laminate Top & Flush Laminate Cabinet
19. X OO0 Sink/Basin: ceramic

Palm-Tech Inspector, Copyright ©® 1998-2006, PDmB, Inc.
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Bathroom Unit 1 (Continued)

20.1[JXI[0 Faucets/Traps: Generic
2.X OO0 TubfSurround: one Piece Fiberglass
22 X[ Toilets: Kohler
23. M0 O [0 HVAC Source: Heating system register
24. A OO0 Ventilation: Electric ventilation fan
Kitchen Unit 1
ANPNI M D

1.XAL]1[LI[C1[] Cooking Appliances: General Electric

200000 K Ventilator: General Electric Ventilator fan not operational.

3. ][]0 Dishwasher: General Electric Dishwasher -
is not installed in its proper place.

4. X OO OO Refrigerator: General Electric

5.XOLILILC] Sink: stainless Steel, Double Bowl

6.0 [ 1] ][] Electrical: Lights & Receptacles

700K O] Plumbing/Fixtures: Generic

8.XIOCJCI[] Counter Tops: Laminate and composite materials

9.XICICJC0[C Cabinets; Flush Laminate

10.X OO0 cCeiling: brywall

M. O OO walls: prywall

12.0 00O OK Floor; vinyl floor covering There isg a stain in front of the dishwasher,
there are burn marks in the vinyl surface.

13.X OO0 Windows: asndersen, Double Hung, Tilt and Wash

4. QLI L] HVAC Source: Heating system register

Palm-Tech Inspector, Copyright © 1998-2006, PDmB, Inc.
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Bedroom Unit 1

ANPNI M D
Top Rear Bedroom
1.000KLC Closet: Two Closets The carpet in these
closets are stained alcong the party
wall.

2.XO00O000 cCeiling: brywall

.XO0O000 walls: brywall

4. JO0COK Fioor: carpet The carpet and padding has

been removed from this room.

5.X OO LCIL] Doors: painted, Flush Solid Core
6.XIJ0CJ[] windows: Andersen, Double Hung, Tilt and Wash
7. O0O0OLC Electrical: Fan, Light & Receptacles
8.XI[JLJLJ[0 HVAC Source: Heating system register
Top Front Bedroom

O.XICJCILI[] Closet: single
10.XI OO0 ceiling: brywall
M.XOOOO wals: brywall

Palm-Tech Inspector, Copyright © 1998-2006, PDmB, Inc.
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Bedroom Unit 1 (Continued)

1200 OK Floor: carpet The carpet is stained at
the front left corner of the room in
the area of the party wall.

13.X 1O Doors: Painted, Flush Solid Core

14.X 1] L] Windows: Andersen, Double Hung, Tilt and Wash

15.X OO O Electrical: Fan, Light & Receptacles

16.XA] L1 L] HVAC Source: Heating system register

Living Space Unit 1
ANPNI M D ,

Ground Level Utility/Storage Room Living Space -
1.XO000 00 Ceiling: Drywall

2.0 000K [ walls: paneling, Painted There is presence of organic growth on the

painted plywocd walls of this room.

3.0 0O 0] [ Floor: concrete

4.0 L][] Doors: painted, Flush Sclid Core

5 X O0COLO Electrical: Lights & Receptacle

6.DALILI ][] HVAC Source: Heating system register

Main Level Living Area Living Space

7.XROO000O Closet: single

8.LJLJIMNML] Ceiling: brywall There is a crack in the ceiling drywall.

o. X 1000 walls: brywall
10.J O LD Floor: carpet There are stains in the center of the carpet.
11X OO L] Doors: Bi-fold
12.X OO0 windows: Andersen, Double Hung, Tilt and Wash
13.XI 0L Electrical: Fan, Light & Receptacles
14. X0 HVAC Source: Heating system register

Ground Level Entry Living Space
15. X1 [1[] Closet: single
16.X ][] Ceiling: brywall
17.X 00000 walis: Drywall
18. 11000 Floor. Vinyl floocr covering There are cuts, holes and burn marks in the

vinyl flooring.

Palm-Tech Inspector, Copyright © 1998-2006, PDmB, Inc.
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)

19.JJ KX L] Doors: Painted, Flush Solid Core There

Living Space Unit 1 (Continued

is organic growth on the surface of the
door.

20.A 100 Electrical: Light & Receptacle
21. X OO HVAC Source: None
Stair Well Living Space
2.XO0000 ceiling: prywall
23.XI O[] walls: prywall
24. [ JOJJ L] Floor: carpet The carpet on the stairs is damaged in a couple of places.
25.X 0000 windows: andersen, Double Hung, Tilt and Wash
22 W LCILILI[L] Electrical: Lighting
ﬂu Laundry Room/Area Unit 1
ANPNI M D
Main Level Laundry Rocm/Area
1.XIO000 000 Ceiling: Drywall
2.X 0000000 walls: prywall
.00 CERE Floor: vinyl floor covering The vinyl flooring is damaged.
4. XILJLILO L Doors: Painted, Flush Solid Core
5. X[ Windows: andersen, Double Hung, Tilt and Wash
6.X ][] Electrical: Light & Receptacle
7.4 OO [ HVAC Source: Heating system register
8.XIIO O L washer Hose Bib: Recessed Box
9. [0 washer and Dryer Electrical: 110-240 VAC
10.X LI C] Dryer Vent: Rigid metal
1. O] Washer Drain: wall mounted drain

Palm-Tech Inspector, Copyright ©® 1998-2006, PDmB, Inc.
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Marginal Summary

This summary is not the entire report. The complete report may include additional information of concern to the client. It is recommended
that the client read the complete report.

Exterior Surface and Components

1. Deck: Front, Pressure Treated Wood There is one deck floor joist that is not properly
supported with a ledger or metal joist hang

2. Porch: Rear Porch, Pressure Treated Wood Screen panels for the porch are missing or

damaged. The porch floor ledger is not bolted to the structure. The porch screen
door is damaged.

3. Exterior Walls Exterior Surface Type: Horizontal Wood Ship Lap Siding All exterior wall
surfaces should be examined and re nailed in the areas where is has become loose.
The exterior of the house should be pressure washed and repainted.

Palm-Tech Inspector, Copyright © 1998-2006, PDmB, Inc.
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Marginal Summary (Continued)

4. Accent Walls Exterior Surface Type: Plywood Panels with
machine shake appearance. The bottom ccurse of
shake panels on the front and side of the unit are

damaged. It appears the siding was damaged with a
power weed eater.

5. Window Screens: Metal wire There are several screens at various location in the house
that are not installed in the windows. No effort was made to inventor

6. Exterior Lighting: Exterior, Surface Mount There is a
exterior light under the front deck that was wired
with underground romex wiring that should have been
installed in electrical conduit. There is a light
installed for the rear stairs. The underground
romex wiring for this light should have been
.nstalled in electrical conduit.

the windows.

7. Exterior Electric Qutlets: Exterior, Surface Mount There is

an exterior outlet that is not properly installed
in the wall opening.

Electrical Unit 1

8. Smoke Detectors: Hard wired with battery back up Most units,
have been removed, others do not respond to the test.
detectors be replaced in these units.

some of the smoke detector
I recommend that all smoke

Palm-Tech Inspector, Copyright © 1998-2006, PDmB, Inc.
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Marginal Summary (Continued)

Air Conditioning Unit 1

9. West Side AC System Electrical Disconnect: Tumble switch The HVAC electric disconnect box is
very rusty.

10. West Side AC System Electrical Disconnect: Tumble switch The HVAEC electric disconnect box is
very rusty.

Bedroom Unit 1

11. Top Rear Bedroom Closet: Two Closets The carpet in
these closets are stained along the party wall.

Living Space Unit 1

12. Ground Level Utility/Storage Room Living Space Walls: Paneling, Painted There is presence of
organic growth on the painted plywood walls of this room.

13. Main Level Living Area Living Space Ceiling: Drywall There is a crack in the ceiling drywall.
14. Ground Level Entry Living Space Doors: Painted, Flush Solid | 3
Core There is organic growth on the surface of the

door.
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Defective Summary

This summary is not the entire repert. The complete report may include additional information of concern to the client. It is recommended
that the client read the complete report.

Exterior Surface and Components
1. Stairs/Landing: Rear Stairs & Landing, Pressure Treated

Wood There is an open space between the porch post
and the sgtairs handrail.

The space is about 12 inches. 2 small child could
fall from this open area.

2. Entry Door: Kitchen/Dining Area, Fiberglass, Fullview
Glass Moisture is migrating to the inside at the

door threshold. The door and threshocld need to be
adjusted to stop the moisture migration.

Roof
3. Gutters: Plastic The glue has failed at one of the
sections of plastic gutter pipe. This is allowing

moisture to fall into cne of the corners of the
party wall.

Air Conditioning Unit 1
"Vest Side AC System A/C System Operation: Appears serviceable

Palm-Tech Inspector, Copyright © 1998-2006, PDmB, Inc.
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Defective Summary (Continued)

5. West Side AC System Exterior Unit: Mounted on wooden
rlatform The woocden platform supperting the HVAC
condensers has failed and should be repaired.

6. West Side AC System Refrigerant Lines: Rubbertex Insulation The black rubbertex insulation
on the copper tubing is deteriocrated and should be replaced.
. West Side AC System A/C System Operation: Inoperative The unit is nearing the end of the

manufactures stated design life, A qualified air conditicning contractor is
recommended to evaluate and estimate repairs

8. West Side AC System Exterior Unit: Mounted on wooden

platform Wooden platform is deteriorated and needs
to be repaired.

9. West Side AC System Visible Coil: Copper core with aluminum o
fins The aluminum finsg surrounding the copper coil
are becoming deteriorated and falling away from the
copper coil. The aluminum fins are present to
dissipate the heat from the copper coil and when
the fins are no longer present the coil will over
heat and the condenser will cease to function.

10. West Side AC System Refrigerant Lines: Rubbertex Ingulation
Heating System Unit 1
11. Ground Level Utility Room Heating System Heating System Operation: Recommend replacement
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Defective Summary (Continued)

Bathroom Unit 1

12. Main Level Powder Room Bathroom Toilets: Kohler The toilet
geat 1lid is damaged.

Kitchen Unit 1

13. Kitchen & Dining Area, Main Level Kitchen Ventilator: General Electric Ventilator fan not
operational.

14. Kitchen & Dining Area, Main Level Kitchen Floor: Vinyl floor covering There is a stain in frent
of the dishwasher, there are burn marks in the vinyl surface.

} Bedroom Unit 1

. Top Rear Bedroom Floor: Carpet The carpet and padding
has been removed from thig rcom.

16. Top Front Bedroom Floor: Carpet The carpet is stained at
the front left corner of the room in the area of
the party wall.

Palm-Tech Inspector, Copyright @ 1998-2006, PDmB, Inc.
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i

Defective Summary (Continued)

Living Space Unit 1

17. Main Level Living Area Living Space Floor: Carpet There are stains in the center of the
carpet.

18. Ground Level Entry Living Space Floor: Vinyl floor covering There are cuts, holes and burn
marks in the vinyl £looring,

19. Stair Well Living Space Floor: Carpet The carpet on the stairs is damaged in a couple of
places.

Laundry Room/Area Unit 1
20. Main Level Laundry Room/Area Floor: vinyl floor covering The vinyl flooring is damaged.

Palm-Tech Inspector, Copyright @ 1998-2006, PDmB, Inc.
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Definitions

NOTE: All definitions listed below refer to the property or item listed as inspected on this report at the time of inspection
A Acceptable Functional with no obvious signs of defect.
NF  Not Present  Iltem not present or not found.
NI Not Inspected item was unable to be inspected for safety reasons or due to lack of power, inaccessible, or disconnected at time
of inspection.
M Marginal ltem is not fully functional and requires repair or servicing.
D Defective ltem needs immediate repair or replacement. It is unable to perform its intended function.

General Information

Property Information
Progerty Address US Cecast Guard Bousing, Unit #46018B

PO OO

City Buxton State NC Zip 27920
Contact Name Sanuel Horton
Phone 813 340 5163 Faxx

Client Information

Client Name ThomCo Enterprises Inc
Client Address x

City x State x Zipx

E-Mail samuelh@thomecoent . com

Inspection Company

Inspector Name Ralph W. Woodard, NC Licensed Home Inspector #493
Company Name American Home Inspections of NE NC

Company Address PO Box 2347

City Kitty Hawk State NC Zip 27949

Phone Cell 25 202 8344 Faxx

E-Mail ralphdubya@embargmail.com

Conditions

Others Present No One Property Occupied Vacant
Estimated Age 14 to 16 years Entrance Faces South
inspection Date 04/07/2011

tric On ® Yes O No O Not Applicable
Gas/Qil On O Yes O No @ Not Applicable
Water On O Yes & No O Not Applicable
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General Information (Continued)

Temperature 50-55 degrees
Weather Clear Soil Conditions Dry
Building Type Duplex Garage Carport

Exterior Surface and Components

NPNI M D
HimEn
LOXO

OO0 OK

Walks: Concrete
Deck: Front, Pressure Treated Wood There is one floor joist near the
front of the deck that is not properly supported with a metal joist
hanger.

Several of the handrail pickets are loose and out of place. Close
inspection revealed that the nails used to fasten the pickets tc the
top and bottom rails are rusty and deteriorated and failing to perform
their intended function.

Porch: Rear Porch, Pressure Treated Wood
The porch ledger supporting the floor
joist, this girder is not bolted to theﬂ&
structure.

or damaged. The porch screen door 1is
damaged.
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Exterior Surface and Components (Contlnued)

4 O OMNMI[] Stairs/Landing: RearStairs & Landing,
Pressure Treated Wood The wood pickets
are loose or out of place. The nails
used to secure the pickets are
rusty/deteriorated.

5. OO0 Grade/Topography: Generallly Flat

Exterior Walls Exterior Surface

6. 10O Type: Horizontal Wood Ship Lap Siding At
the front, where the two units are
joined, the siding and possibly the
sub-siding and framing is deteriorated,
All exterior wall surfaces should be
examined and re nalled in the areas
where is has become looge. The exterior
of the house should be pressure washed
and repainted.

Accent Walls Exterior Surface

7.000K O Type: Plywood Panels with machine shake appearance. The machine shake
look plywood panels, the nails are loose in several places. The
exterior walls should be examined and the loose giding re nailed. The
exterior of the house should be pressure washed and repalnted

8. Trim: wood, Aluminum Covered There is
one piece of 2X4 woocd trim at the lowerse.
front left corned, east side that is 7‘5&55*\
deteriorated and should be replaced.

Fascia: Wood, wraped with Aluminum Coil Stock

Soffits: Vinyl panels

Entry Doors: Ground Front, Fiberglass, Full View Glass The docr hardware is
defective or needs cleaning. The door hardware will not operate

O

00
L0
(I
O
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Exterior Surface and Components (Continued)

3. 000K O
14.0000OK

—

o o

i

Entry Doors: (continued)

2O000K

O OX
O OO
Eh SEE
O XO
X OO

properly.

Entry Door; Ground Utility Room,
Fikerglass, Flush Solid Core This door
has been forced open since the last
visit to this site. It appears the
door was kicked open. The opening edge
of the door jamb and the inside door
casing was damaged.

Entry Door: Main Living Area, Fiberglass, Full View Glass The door
hardware is possibly defective or needs cleaning and lubricating.
Entry Door: Kitchen/Dining Area, T s
Fiberglasgs, Fullview Glass Moisture is

migrating to the inside at the door
threshold. The door and threshold need
to be adjusted to stop the moisture
migration.

Windows: Andersen Double Hung, Tilt & Wash Feature

Window Screens: Metal wire There are several screens at various location
in the house that are nct installed in the windows. No effort was made
to inventory the windows.

Exterior Lighting: Exterior, Surface Mount
There is a exterior light under the
front deck that was wired with interior
romex wiring that should have been
installed in electrical conduit. There
is a light installed for the rear
stairs. The interior romex wiring for
this light should have been ingstalled M8
in electrical conduit. There is a lightf
installed for the rear stairs. The
underground romex wiring for this light
should have been installed in
electrical conduit. There is a light
installed for the rear stairs. The
underground romex wiring for thig light
should have been installed in
electrical conduit.
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Exterior Surface and Components (Continued)

18. ][I ] Exterior Electric Outlets: Exterior, Surface Mount The exterior electrical
outlets are not proerly mounted to the wall.

19.XICJLC1L1[C] Hose Bibs: Frost Proof

Roof

ANPNI M D
 Roof Areas Roof Surface
.. Method of Inspection; On roof
2.000K[L] Material: Asphalt shingle There are
several ridge cap shingles missing from
the porch roof.

Type: Hip & Gable

proximate Age: 14 to 16 years

1] Flashing: Metal

1] Valleys: asphalt shingle
[ 1 Plumbing Vents: pPvC

L_IU

Roof Water Control

So ® NOOsw
XX &EIZI%’

/|

[ ][]
(1] [] Gutters: Plastic
10

Downspouts: Plastic

—
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Garage Unit 1

ANPNIM D
Carport, Attached Drive Under Garage
1. Type of Structure: Carport Car Spaces: 01
XOOOIO Ceiling: Masonite W/Wood Trim Boards

2
3.X]LICIL] FloorfFoundation: Concrete
4. XL O Electrical: Lights & Outlet

X

Electrical Unit 1

ANPNI M D

1. Service Size Amps: 200 Volts: 110-240 VAC

2.XIOO000 service: Aluminum

3. X OO0 120 VAC Branch Circuits: Copper

4.XOIOILIL] 240 VAC Branch Circuits: Copper and aluminum

5 LI CIE] Aluminum Wiring: Not present

6.X ][]0 Conductor Type: Romex

7.X OO0 Ground: Rod in ground only

8.JOOLOMN Smoke Detectors: Hard wired with battery back up Most units, some of the

smoke detector have been removed, others do not respond to the test.

Ground Level Utility Room Electric Panel

9. ]I Manufacturer: Cutler-Hammer

10. Maximum Capacity: 200 Amps {
11. XA 100 Main Breaker Size: 200 Amps ’
12. ][] Breakers: Copper and Aluminum
13. Is the panel bonded? @ Yes O No

Structure Unit 1
ANPNI M D

1.XI OO0 Structure Type: Wood frame

2.XCILOLIL] Foundation: 8Xx8 PT Wood Pilings and Monolithic Concrete Foundation
3.XO00M0L] Differential Movement: No movement or displacement noted

4. X OOLCL Beams: Pressure Treated Para/Lam Beam

5. X [ILILIL] Bearing Walls: Frame

6. 1LILIL] Joists/Trusses: Unable to view

7.X I LCIE0E] Floor/Slab: concrete

8.X L] stairs/Handrails: Wwood stairs with wood handrails

o. X ILIE][L] Subfloor:3/4" T&G Flooxr Underlayment
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Attic Unit 1
ANPN M D
Main Attic
1. Method of Inspection: In the attic
2.X OO0 000 Roof Framing: Truss Roof Framing
3.X OO0 sheathing: Plywood
4. OO0 Ventilation: Roof and soffit vents
5 X LCILILIL] Insulation: Batts
6.XJ O Insulation Depth: @ inches
7.XA OO L) Vapor Barrier: Paper
8.X [0 [0 wiring/Lighting: Light & Outlet
9.XIJLIL1[L] Moisture Penetration: No water penetration noted.
10.X O Bathroom Fan Venting: Electric fan
Air Conditioning Unit 1
ANPNI M D
East Side of House AC System

O A/C System Operation: Functional at time of inspection
D[ Condensate Removal: Plastic tubing
L] L] Exterior Unit: Mounted on wooden platform
Manufacturer: Carrier
Area Served: Top Flcor Approximate Age: 14 to 16 years
6. Fuel Type: Electric Temperature Differential: x
7. Type: Heat pump Capacity: 2 ton
8. Visible Coil: Copper core with aluminum fins
The aluminum fing surrounding the
copper coil are becoming deteriorated
and falling away from the copper coil.
The aluminum fing are present to
dissipate the heat from the copper coil
and when the fins are no longer present
the coil will over heat and the
condenser will cease to function.

9.0 Refrigerant Lines: Rubbertex Insulation The black rubbertex insulation on the
copper tubing is deteriorated and should be replaced.
10.A [J [0 Electrical Disconnect: Tumble switch
East Side of House AC System
M.O0C00OOK A/C System Operation: Inoperative
12.X ][] Condensate Removal; Plastic tubing
13.XI ][] Exterior Unit: Mounted on wooden platform
14. Manufacturer: Carrier
15. Area Served: Ground & Mid Levels Approximate Age: 14 to 16 years
*” Fuel Type: Electric Temperature Differential: x
Type: Heat pump Capacity: 2.5 ton
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Air Conditioning Unit 1 (Continued)

18. ]I Visible Coil: Copper core with aluminum fins
The aluminum finsg surrounding the
copper coil are becoming deteriorated
and falling away from the copper coil.
The aluminum fins are present to
dissipate the heat from the copper coil
and when the fins are no longer present
the coil will over heat and the §
condenser will cease to function.

EE W orn . oot e
19. ] CJ [ Refrigerant Lines: Rubbertex Insulation The black rubbertex insulation on the

copper tubing is deteriorated and should be replaced.
20.XI IO Electrical Disconnect: Tumble switch

Heating System Unit 1

ANPNI M D
Ground Utility/Storage Room Heating System — —
1.000C0K Heating System Operation: Recommend replacement :
2. Manufacturer: Carrier
3. Type: Forced air Capacity; 2.5 ton
4. Area Served: Ground & Mid Levels Approximate Age: 14 to 16 years
5. Fuel Type: Electric
6. JCJL 114 Blower Fan/Filter: Direct drive with disposable filter
7.X OO0 Dbistribution: Metal duct
Top Floor Hallway Closet Heating System
8.XI O[] Heating System Operation: Appears functional
9. Manufacturer: Carrier
10. Type: Forced air Capacity: 1.5 ton
11. Area Served: Top Floor Approximate Age: 14 to 16 years
12. Fuel Type: Electric
13.X ][ Blower FanfFilter: Direct drive with disposable filter
14. X I [CJ ] Distribution: Metal Duct
15.X IO Thermostats: Individual
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Plumbing Unit 1

=

P NI
Service Line: Concealed

Main Water Shutoff: In Utility Room
Water Lines: Copper

Drain Pipes: BVC

Vent Pipes: pVC

Room ter Heater
LXK O O] water Heater Operation: Water turned off at time of inspection.
anufacturer: A.0. Smith

ype: Electric Capacity: 50 gallon

pproximate Age: 14 to 16 years Area Served: Whole House

LJC]OCO TPRV and Drain Tube: Copper
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Bathroom Unit 1

ANPNIMD
Main Level Powder Room Bathroom
Ceiling: Drywall
Walls: brywall
Floor; Vinyl floor covering
Doors: Painted, Flush Sclid Core
Windows: andersen, Double Hung, Tilt and Wash
Electrical: Light & Receptacle
Counter/Cabinet: Laminate Top & Flush Laminate Cabinet
Faucets/Traps: Generic
Toilets: Kohler
HVAC Source: Heating system register
Ventilation: Electric ventilation fan
Bathroom
Ceiling: Drywall
Walls: Drywall
Floor: vinyl floor covering The vinyl flooring is stained in the area in
front of the tub.
Doors: Painted, Flush Solid Core
Electrical: ight & Receptacle Light & Outlet did not respond to switch.
Counter/Cabinet: Laminate Top & Flush Laminate Cabinet
Sink/Basin: Ceramic
Faucets/Traps: Generic
Tub/Surround: One Piece Fiberglass
Toilets: Kohler
HVAC Source: Heating system register
Ventilation: Electric ventilation fan
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Kitchen Unit 1
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Area, Main Level Kitchen
Cooking Appliances: General Electric

Ventilator: General Electric

Dishwasher: General Electric

Refrigerator: General Electric

Sink: Stainless Steel, Double Bowl

Electrical: Lights & Receptacles

Plumbing/Fixtures: Generic

Counter Tops: Laminate and composite materials
Cabinets: Flush Laminate

Ceiling: Drywall

Walls: Drywall

Floor: vinyl floor covering There are cut
in the vinyl flcoring and a stain in
the area of the party wall.

3.
J
[e]
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Windows: Andersen, Double Hung, Tilt and Wash
HVAC Source: Heating system register

XIX]
O
0
|
OO

Bedroom Unit 1
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000000008 $
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-
Q
—
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Q

Closet: Two Closets

Ceiling: Drywall

Walls: Drywall

Floor: Carpet

Doors: Painted, Flush S8olid Core

Windows: Andersen, Double Hung, Tilt and Wash
Electrical: Fan, Light & Receptacles

HVAC Source: Heating system register
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Closet: single
Ceiling: Drywall
Walls: Drywall
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Bedroom Unit 1 (Continued)

12. J0C0BK ] Floor: Carpet The carpet is wet in the
area of the party wall,

1. [C1[J[] Doors: Painted, Flush Solid Core
14.X ] 1] [] Windows: Andersen, Double Hung, Tilt and Wash
15.X 00O Electrical: Fan, Light & Receptacles
16.X ][] ][] HVAC Source: Heating system register
Living Space Unit 1
ANPNI M D
wiound Level Utility/Storage Room Living Space
1.XO0000O cCeiling: brywall
200 0K [0 walls: Paneling, Painted There is presence of organic growth on the
painted plywood walls of this room.
.XIJ OO Floor: concrete
4. X OOOLOL Doors: painted, Flush Solid Core
50X O00L windows: None
6. [JLJLJ[] Electrical: Lights & Receptacle
7.XI OO0 HVAC Source: Heating system register
Main Level Living Area Living Space
8.X LI Closet: single
9. 10 cCeiling: brywall
10.XA 0000 walls: brywall
M.XOCOL Ficor: carpet
12. XL Doors: Bi-fold
13.XIO000 OO windows: Andersen, Double Hung, Tilt and Wash
14.X OO Electrical; Fan, Light & Receptacles
15. X O 00 HVAC Source: Heating system register
Ground Level Entry Living Space
16.XA IO Closet: single
17.X ][] Ceiling: Drywall
18.X 0O walls: brywall
19.XJ L] ][] Floor: vinyl floor covering
20. X L] Doors: Painted, Flush Solid Core
2.0 O O[] Electrical: Light & Receptacle
" ONXOLOL HVAC Source: None
.air Well Living Space
23.XKA IO LI Ceiling: brywall
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Living Space Unit 1 (Continued)

24. X 0000 walls: Drywall
25.X[][JJ[] Floor: carpet
26. ] O[] windows: andersen Double Hung, Tilt &

Wash There is a stain on the top inside
vinyl of this window.

27.XA OO O[O0 Electrical: Lighting

Laundry Room/Area Unit 1

ANPNI M D
Main Level Laundry Room/Area — -
1.XO0C00O[0 cCeiling: brywall ‘
2.XO0 000 walls: brywall
.00 00 Floor: vinyl floor covering
4 XL L Doors: painted, Flush Solid Core
5. 100100 [] Windows: Andersen, Double Hung, Tilt and Wash
6. X JLJ [0 Electrical: Light & Receptacle
7.XALILIL][] HVAC Source: Heating system register
8.XI1LCI[][] Washer Hose Bib: Recessed Box
90.XIJ O[O washer and Dryer Electrical: 110-240 VAC
10.XA LI Dryer Vent: Rigid metal
1. X100 ][] wWasher Drain: wall mounted drain
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Marginal Summary

This summary is not the entire report. The complete report may include additional information of concern to the client. It is recommended
that the client read the complete report.

Exterior Surface and Components

1. Deck: Front, Pressure Treated Wood There is one floor joist near the front of the
deck that is not properly supported with a metal joist hanger.
Several of the handrail pickets are loose and out of place. Close inspection
revealed that the nails used to fasten the pickets to the top and bottom rails are
rusty and deteriorated and failing to perform their intended function.

| 4

2. Stairs/Landing: RearStairs & Landing, Pressure Treated
Wood The wood pickets are loose or out of place.
The nails used to secure the pickets are
rusty/deteriorated.

. Accent Walls Exterior Surface Type: Plywood Panels with machine shake appearance. The machine
shake look plywood panels, the nails are lcose in several places. The exterior
walls should be examined and the loose siding re nailed. The exterior of the house
should be pressure washed and repainted.

. Entry Doors: Ground Front, Fiberglass, Full View Glass The door hardware is defective
or needs cleaning. The door hardware will not operate properly.

. Entry Door: Main Living Area, Fiberglass, Full View Glass The dcoor hardware is possibly
defective or needs cleaning and lubricating.

. Window Screens: Metal wire There are several screens at various location in the house
that are not installed in the windows. ©No effort was made to inventory the windows.

. Exterior Electric Qutlets: Exterior, Surface Mount The exterior electrical outlets are not
properly mounted to the wall.
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Exterior Surface and Components (Continued)

Exterior Electric Outlets: {continued)

e

Roof

8. All Roof Areas Roof Surface Material: Asphalt shingle There
are several ridge cap shingleg missing from the
porch roof.

Bedroom Unit 1

9. Top Front Bedroom Floor: Carpet The carpet is wet in the
area of the party wall.

Living Space Unit 1

10. Ground Level Utility/Storage Room Living Space Walls: Paneling, Painted There is presence of
organic growth on the painted plywood walls of this room.
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Marginal Summary (Continued)

11. Stair Well Living Space Windows: Andersen Double Hung,
Tilt & Wash There is a stain on the top inside
vinyl of this window,.
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Defective Summary

This summary is not the entire report. The complete report may include additional information of concern to the client. It is recommended
that the client read the complete report.

Exterior Surface and Components

1. Porch: Rear Porch, Pressure Treated Wood The porch
ledger supporting the floor joist, this girder is
not bolted to the structure.

Screen panels for the porch are missing or damaged.
The porch screen door is damaged.

FiRyL e

_...ﬁ___, _!,‘_{.

2. Exterior Walls Exterior Surface Type: Horizontal Wood Ship Lap
Siding At the front, where the two units are
jeined, the siding and possibly the sub-siding and
framing is deteriorated, All exteriocr wall surfaces
should be examined and re nailed in the areas where
is has become loose. The exterior of the house
should be pressure washed and repainted.

3. Trim: Wood, Aluminum Covered There is one piece of
2X4 wood trim at the lower front left corned, east
side that is deteriorated and should be replaced.
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Defective Summary (Continued)

4. Entry Door: Ground Utility Room, Fiberglass, Flush
Sclid Core This door has been forced open since the
last visit to this site. It appears the door was
kicked cpen. The opening edge of the door jamb and
the inside door casing was damaged.

5. Entry Door: Kitchen/Dining Area, Fiberglass, Fullview
Glass Mcisture is migrating to the inside at the
door threshold. The door and threshold need to be
adjusted to stop the moisture migration.

6. Exterior Lighting: Exterior, Surface Mount There is a
exterior light under the front deck that was wired
with interior romex wiring that should have been
installed in electrical conduit. There is a light
installed for the rear stairs. The interior romex
wiring for this light should have been installed in
electrical conduit. There is a light installed for
the rear stairs. The underground romex wiring for
this light should have been installed in electrical
conduit. There is a light installed for the rear
stairs. The underground romex wiring for this

light should have been installed in electrical
conduit.

Electrical Unit 1

7. Smoke Detectors: Hard wired with battery back up Most units, some of the smoke
detector have been removed, others do not respond toc the test.
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Defective Summary (Continued)

Air Conditioning Unit 1

8. East Side of House AC System Visible Coil: Copper core with

9. East Side of House AC System Refrigerant Lines: Rubbertex Insulation The black rubbertex

10.
15

125

aluminum fins The aluminum fins surrounding the
copper coil are becoming deteriorated and falling
away from the copper coil. The aluminum fins are
present to dissipate the heat from the copper coil
and when the fins are no longer present the coil
will over heat and the condenser will cease to
function.

T e

ingsulation on the copper tubing is deteriorated and should be replaced.
East Side of House AC System A/C System Operation: Inoperative

East Side of House AC System Visible Coil: Copper core with
aluminum fins The aluminum fins surrounding the
copper coil are becoming deteriorated and falling
away from the copper ceil. The aluminum fins are
present to dissipate the heat from the copper ceoil
and when the fins are no longer present the coil
will over heat and the condenser will cease to
function.

insulation on the copper tubing is deteriorated and should be replaced.

Heating System Unit 1

13. Ground Utility/Storage Room Heating System Heating System Operation: Recommend replacement

14. Ground Utility/Storage Room Heating System Blower Fan/Filter: Direct drive with disposable filter
Bathroom Unit 1

15. Top Floor Hallway Bathroom Floor; Vinyl floor covering The vinyl flooring is stained in the

16.

area in front of the tub.

Top Floor Hallway Bathroom Electrical; Light & Receptacle Light & Outlet did not respond to
switch.
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Defective Summary (Continued)

Kitchen Unit 1

17. Kitchen & Dining Area, Main Level Kitchen Floor; Vinyl flcor
covering There are cut in the vinyl flcoring and a
stain in the area of the party wall.
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Definitions

NOTE: All definitions listed below refer to the property or item listed as inspected on this report at the time of inspection
A Acceptable Functional with no obvious signs of defect.
NP  Not Present  Item not present or not found.
NI Not Inspected Iltem was unable to be inspected for safety reasons or due to lack of power, inaccessible, or disconnected at time
of inspection.
M Marginal ltem is not fully functional and requires repair or servicing.
D Defective ltem needs immediate repair or replacement. It is unable to perform its intended function.

General Information

Property Information
Property Address US Coast Guard Housing, Unit #46034A

.......

4
6
0
3
4
A

City Buxton State NC Zip 27920
Contact Name Samuel Horton
Phone 813 340 5163 Faxx

Client Information

Client Name US Coast Guard
Client Address x

City x Statex Zipx

E-Mail samuelh@thomcoent . com

Inspection Company

Inspector Name Ralph W. Woodard, NC Licensed Home Inspector #493
Company Name American Home Inspections of NE NC

Company Address PO Box 2347

City Kitty Hawk  State NC  Zip 27949

Phone cell 25 202 8344 Faxx

E-Mail ralphdubys@embargmail . com

Conditions

Others Present No One Property Occupied Vacant
"~ timated Age 14 to 16 years Entrance Faces South
spection Date 04/07/2011

Electric On @ Yes O No O Not Applicable '
Gas/Qil On O Yes O No ® Not Applicable Q K 2
Water On O Yes ® No O Not Applicable
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General Information (Continued)

Temperature 50-55 degrees
Weather Clear Soil Conditions Dry
Building Type Duplex Garage Carport

Exterior Surface and Components

D
XOOOLO walks: concrete
IO X [ Deck: Front, Pressure Treated Wood There |
is one floor joist near the front of 1
the deck that is not properly supportedp'
with a metal joist hanger.

3.JO00OK [ Porch: Rear, Pressure Treated Wood
Screen panels for the porch are missing
or damaged. The porch screen door is
damaged.

X

A XOOOLO Grade/Topography: Generally Flat
5.4 111 [] Stairs/Landing: Rear Stairs & Landing, Pressure Treated Wood
Exterior Walls Exterior Surface

X
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Exterior Surface and Components (Continued)

6. 1JIBIL] Type: Horizontal Weod Ship Lap Siding
All exterior wall surfaces should be
examined and re nailed in the areas
where is has become loose.

Accent Walls Exterior Surface

7.000 0K Type: Plywood Panels with machine shake
appearance. There is one piece of the
wood shake shingle panel missing from
the wall, The machine shake look
plywocd panels, the nails are loose in
several places. The exterior walls
should be examined and the locse siding
re nailed. The exterior of the house
should be pressure washed and
repainted.

.00 0O0K Trim: wood, Aluminum Covered The
aluminum covering at the lower end cof
the corner post in the carport is
damaged.

|:| |:| Fascia: Wood, wrapped with Aluminum Coil Stock
[J[] Soffits: vinyl panels

9. L[]
0.0
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Exterior Surface and Components (Continued)
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Entry Doors: Ground Front, Fiberglass,
Full View Glass The door threshold is
made of two pieces of aluminum. The
two pieces have separated.

Entry Door: Ground Utility Room, Fiberglass, Flush Solid Core
Entry Door: Main Living Area, Fiberglass, 1/2 Glass

Entry Door: Kitchen/Dining Area, N
Fiberglasgs, Fullview Glasg Moisture is
migrating to the inside at the door
threshold. The door and threshecld need
tec be adjusted to stop the moisture
migration.

The sub floor on the inside is
deteriorated and the vinyl flooring is
damaged/deteriorated.

Windows: Andersen Double Hung, Tilt & Wash Feature

Window Screens: Metal wire There are several screens at various lccation
in the house that are not installed in the windows. No effort was made
teo inventory the windows.

Exterior Lighting: Exterior, Surface Mount
There is a exterior light under the
front deck that was wired with
underground romex wiring that should
have bkeen installed in electrical
conduit. There is a light installed for
the rear stairs. The underground romex
wiring for this light should have been
ingtalled in electrical conduit.

Exterior Electric Qutlets; Exterior, Surface Mount
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Exterior Surface and Components (Contlnued)

19.JOCOK Hose Bibs: Frost Proof The hose bib is
not properly mounted to the exterior
wall.

Roof

ANPNI M D
All Roof Areas Roof Surface
1. Method of Inspection; On roof
OOOOK Material: Asphalt shingle There is one 3'X5' area of shingles that are
missing.
3. Type: Hip & Gable
4. Approximate Age: 14 to 1€& years
5.X OO0 Flashing: Metal
6. ]I Wood Shake Roof: "Eye Brow" Roof above
double windows There are shingles
missing from the accent roof above the
front doubkle windows.

Valleys: Asphalt shingle
Plumbing Vents: PVC

XX
L]
o
L]
L]

Roof Water Control

Gutters: Plastic
Downspouts: Plastic

e B N

XX
L]
0]
0]
L]
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Garage Unit 1

ANPNI M D
Carport, Attached Drive Under Garage

1. Type of Structure: Carport Car Spaces: 01
L] Ceiling: Masonite W/Wood Trim Boards
[ D[] Fioor/Foundation: Concrete

2.
3.X L[]
4D Electrical: Lights & outlet

Electrical Unit 1

ANPN M D
1. Service Size Amps; 200 Volts: 110-240 VAC
2. OO LCTLC] Service: Aluminum
3. LILILIL] 120 VAC Branch Circuits: Copper
4. XICICIEE 240 VAC Branch Circuits: Copper and aluminum
5.1 IOINL] Aluminum Wiring: Not present
6. XL Conductor Type: Romex
7.XLILILI[L] Ground: Red in ground only
8. 10T IKKI[] Smoke Detectors: Hard wired with battery back up Most units, some of the

smoke detector have been removed, others do not respond to the test. I
recommend that all smoke detectors be replaced in these units.

;ound Level Utility Room Electric Panel
0.X T[] Manufacturer: Cutler-Hammer
10. Maximum Capacity: 200 Amps
M. OO0 Main Breaker Size: 200 Amps
12.XA 0000 Breakers: Copper and Aluminum
13. Is the panel bonded? ® Yes O No

Structure Unit 1

ANPNI M D
1.0 Structure Type: Wood frame
2. 00 L] Foundation: 8X8 PT Wood Pilings and Monolithic Concrete Foundation
3.XIT1L]L] L] Differential Movement: No movement or displacement noted
4.XIT 1] L] Beams: pressure Treated Para/Lam Beam
5. X O] Bearing Walls: Frame
8. 1LIKLIL] Joists/Trusses: Unable to view
7.X 1000 L] Floor/Slab: Concrete
8. IL][L] Stairs/Handrails: Wood stairs with wood handrails
o0.X T[] subfloor:3/4" TeG Floor Underlayment

Palm-Tech Inspector, Copyright © 1998-2006, PDmB, Inc.
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Attic Unit 1
ANPNIM D
Main Attic

1. Method of Inspection: From the attic access

2. E OO 00 Roof Framing: Truss Roof Framing

Sheathing: Plywood

Ventilation: Roof and soffit vents

Insulation: Batts

Insulation Depth: 9 inches

Vapor Barrier: Paper

Wiring/Lighting: Light & Outlet

Moisture Penetration; No water penetration noted.
Bathroom Fan Venting: Electric fan

XICOIXXEIXIXIS

DEDDEIDDD
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OOOEEEe]
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Air Conditioning Unit 1

T
Z
=
o

]

e AC System

|:| [1[] A/C System Operation: Appears serviceable

[J0[] Condensate Removal: Plastic tubing

1 Exterior Unit: Mounted on wooden platform

anufacturer: Carrier

rea Served: Top Floor Approximate Age: 7 vears

uel Type: Electric Temperature Differential: x

pe: Heat pump Capacify: 1.5 ton

O] visible Coil: Copper core with aluminum fins

X Refrigerant Lines: Rubbertex Insulation The black rubbertex insulation on the

copper tubing is deteriorated and should be replaced.

10.[J[J X[ Electrical Disconnect: Tumble switch The HVAC electric disconnect box is very
rusty.

East Side AC System

1. LI [] A/C System Operation: Appears serviceable

12K ][] Condensate Removal: Plastic tubing

13. XL I [ Exterior Unit: Mounted on wooden platform

14. Manufacturer: Carrier

15. Area Served: Ground & Mid Levels Approximate Age: 7 years

16. Fuel Type: Electric Temperature Differential: x

17. Type: Heat pump Capacity: 2 ton

18.2J I [J[JI] Visible Coil: Copper core with aluminum fins

19. ][ Refrigerant Lines: Rubbertex Insulation The black rubbertex insulation on the
copper tubing is deteriorated and should be replaced.

20.JJ[J ] Electrical Disconnect: Tumble switch The HVAC electric disconnect box is very

rusty.
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Heating System Unit 1

ANPN M D
Ground Level Utility Room Heating System
1.0000 Heating System Operation: Recommend replacement
2. Manufacturer: Carrier
3. Type: Forced air Capacity: 2 ton
4. Area Served: Ground & Mid Levels Approximaie Age: 14 to 16 years
5. Fuel Type: Electric
6.X ] JJ[] Blower Fan/Filter: Direct drive with disposable filter
7.X OO0 Distribution: Metal duct
Aftic Heating System
8.XIJ [0 Heating System Operation: Appears functional
9. Manufacturer: Carrier
10. Type: Forced air Capacity: 1.5 ton
11. Area Served: Top Floor Approximate Age: 14 to 16 years
12. Fuel Type: Electric
13. ] Blower Fan/Filter: Direct drive with disposable filter
14.X L] L]L] Distribution: Metal duct
15.X ] 1[1] Thermostats: Individual

Plumbing Unit 1

=
T
<

MD
1] Service Line: Concealed

(1] Main Water Shutoff: In Utility Room

][] water Lines: Copper

L] Drain Pipes: pvC

(O[] VentPipes: pvc

Waler Heater

OO water Heater Operation: Water turned off at time of inspectiom.
anufacturer; A.0. Smith

pe: Electric Capacity: 50 gallon

proximate Age: 14 to 16 years Area Served: Whole House
L1000 TPRV and Drain Tube: Copper

RIRIXIRI] >
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Bathroom Unit 1

ANPNIMD
Main Level Powder Room Bathroom
[ ] [] Ceiling: Drywall
Walls: Drywall
Floor: Vinyl floor covering
Doors: Painted, Flush Solid Core
Windows: Andersen, Double Hung, Tilt and Wash
Electrical: Light & Receptacle
Counter/Cabinet: Laminate Top & Flush Laminate Cabinet
Faucets/Traps: Generic
Toilets: Kohler
HVAC Source: Heating system register
Ventilation; Blectric ventilation fan
Bathroom
Ceiling: Drywall
Walls: Drywall
Floor: vinyl floor covering
Doors: Painted, Flush Solid Core
Electrical: Light & Receptacle Light and ocutlet did not respond to test.
Counter/Cabinet; Laminate Top & Flush Laminate Cabinet
Sink/Basin: Cexramic
Faucets/Traps: Generic
Tub/Surround: One Piece Fiberglass There is no stopped present for the tub
drain.
Toilets: Kohler
HVAC Source: Heating system register
Ventilation: Electric ventilation fan
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Kitchen Unit 1

v
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rea, Main Level Kitchen
Cooking Appliances: General Electric
Ventilator: General Electric
Dishwasher; General Electric
Refrigerator: General Electric Disconnected from power at time of inspectiocn
Sink: Stainless Steel, Double Bowl
Electrical: Light & Receptacles
Plumbing/Fixtures: Generic
Counter Tops: Laminate and composite materials
Cabinets: Flush Laminate
Ceiling: Drywall
Walls: Drywall
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Kitchen Unit 1 {(Continued)

12.J0 0K Floor: vinyl floor covering The carpet is [
damaged in the area of the refrigerator
and the vinyl seam is damaged.

Windows: Andersen, Double Hung, Tilt and Wash

13. X OO
14.X 1] [] HVAC Source: Heating system register

Bedroom Unit 1

ANPNIM D
“op Rear Bedroom
i.JOOCDR Closet: Single There is a stain on the drywall ceiling.
The carpet tak ;\rip, the nils are rust

Ceiling: Drywall

Walls: Drywall

Floor: Carpet

Doors; Painted, Flush Solid Core

Windows: 2andersen, Double Hung, Tilt and Wash
Electrical: Fan, Light & Receptacles

HVAC Source: Heating system register
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9.[¥ ; [] ; ; Closet: Single
. XOOO | | Ceiling: Drywall
XOOOO walls: brywall
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Bedroom Unit 1 (Continued)

12. 00K [ Floor: Carpet The nails in the carpet
tack strip are rusty. This indicates
that moisture was present in the past.

3.X OO0 Doors: painted, Flush Solid Core

4. OO0 0 WwWindows: andersen, Double Hung, Tilt and Wash
5. X000 LI Electrical: Fan, Light & Receptacles
6. X100

HVAC Source: Heating system register

I Living Space Unit 1

ANPNI M D
Ground Level Utility/Storage Room Living Space

1.XO0000 Ceiling: brywall

2000000 walls: paneling, Painted

3.X OO0 Floor: Concrete

4. X OO0 Doors: painted, Flush Solid Core
5.XIC][] Electrical: Lights & Receptacle

6. X0 HVAC Source: Heating system register
Main Level Living Area Living Space

7. 00000 Closet: single

8.XIJOOO CcCeiling: Drywall

o XILIIOL] walls: prywall
10.1 000 [] Floor: Carpet The carpet is stained.
1M1.XIOC O Doors: Bi-fold
12.X 00000 Windows: 2ndersen, Double Hung, Tilt and Wash
13.XIJLJ L[] Electrical: Fan, Light & Receptacles
14. X OO HVAC Source: Heating system register
Ground Level Entry Living Space

15. 1] [] Closet: single

16. X1 [ 1[J[][] Ceiling: Drywall

17.X O00[0 walls: prywall

18.JJCILIEK] Floor: vinyl floor covering There are cuts in the vinyl flooring.
19.XIJ ][] Doors: Painted, Flush Solid Core
20.X[J[J[J[] Electrical: Light & Receptacle
~1 O HVAC Source: None

air Well Living Space

2. OO0 Ceiling: Drywall
23. X 100000 walls: brywall
24. X000 Floor: carpet
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Living Space Unit 1 (Continued)

25. 100K O windows: Andersen, Double Hung, Tilt and
Wash Under the top most window, there
appears to signs of moisture intrusion
at the bottom of the window.

26.X 1 ][] Electrical: Lighting

lLaundry Room/Area Unit 1

OO0 cCeiling: brywall
XOOOLO walls: brywall
OO OO Floor: vinyl floor covering There has
been a repair made in the vinyl
flooring that does not match the
existing vinyl.

4.X OO0 Doors; painted, Flush Solid Core
5.MO0O0C[] Windows: Andersen, Double Hung, Tilt and Wash
6. I[LJ[J[ Electrical: Light & Receptacle

7.XO0CJCI0 HVAC Source: Heating system register

8. X I washer Hose Bib: Recessed Box

Palm-Tech Inspector, Copyright © 1998-2006, PDmB, Inc.
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Laundry Room/Area Unit 1 (Continued)

9.0 X[ washer and Dryer Electrical: 110-240 VAC The
electrical receptacle for the clotheg
dryer does not appear to have been
properly installed. There is a hole
visible in this fixture.

] Dryer Vent: Rigid metal
[[] Washer Drain: Wall mounted drain

Palm-Tech Inspector, Copyright © 1998-2006, PDmB, Inc.
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Marginal Summary

This summary is not the entire report. The complete report may include additional information of concern to the client. If is recommended
that the client read the complete report.

Exterior Surface and Componnts

1. Deck: Front, Pressure Treated Wood There is one flcor
joist near the front of the deck that is not ;‘i.
properly supported with a metal joist hanger. 9

-

2. Porch: Rear, Presgsure Treated Wood Screen panels for

the porch are missing or damaged. The porch sgcreen
door is damaged.

3. Exterior Walls Exterior Surface Type: Horizontal Wood Ship Lap
Siding All exterior wall surfaces should be

examined and re nailed in the areas where is has
become loose.

4. Window Screens: Metal wire There are geveral screens at various location in the house

that are not installed in the windows. No effort was made to inventory the windows.

Palm-Tech inspector, Copyright ® 1998-2006, PDmB, Inc.
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Marginal Summary (Continued)

5. Exterior Lighting: Exterior, Surface Mount There is a 4
exterior light under the front deck that was wired |
with underground romex wiring that should have been * .
ingtalled in electrical conduit. There ig a light
insgtalled for the rear stairs. The underground
romex wiring for this light should have been
installed in electrical conduit.

Electrical Unit 1

6. Smoke Detectors: Hard wired with battery back up Most units, some of the smoke detector
have been removed, others do not respond to the test. I recommend that all smoke
detectors be replaced in these units.

Air Conditioning Unit 1

East Side AC System Electrical Disconnect: Tumble switch The HVAC electric disconnect box is
very rusty.

%. East Side AC System Electrical Disconnect: Tumble switch The HEVAC electric disconnect box is
very rusty.

Bathroom Unit 1

9. Top Floor Hallway Bathrcom Tub/Surround: One Piece Fiberglass There is no stopped present
for the tub drain.

Bedroom Unit 1

10. Top Front Bedroom Floor: Carpet The nails in the carpet
tack strip are rusty. This indicates that moisture
was present in the past.

Living Space Unit 1
11. Main Level Living Area Living Space Floor; Carpet The carpet is stained.
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Marginal Summary (Continued)

12. Stair Well Living Space Windows: Andersen, Double Hung,
Tilt and Wash Under the top most window, there
appearsg to signs of moisture intrusion at the
bottom cof the window.

Laundry Room/Area Unit 1

13. Main Level Laundry Room/Area Washer and Dryer Electrical:
110-240 VAC The electrical receptacle for the
clothes dryer does not appear to have been properly
installed. There is a hole visible in this
fixture.
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Defective Summary

This summary is not the entire report. The complete report may include additional information of concern to the client. It is recommended
that the client read the complete report.

Exterior Surface and Components

1. Accent Walls Exterior Surface Type: Plywood Panels with
machine shake appearance. There 1g one piece of the
wood shake shingle panel wissing from the wall, The
machine shake look plywood panels, the nails are
loose in several places. The exterior walls should
be examined and the loose siding re nailed. The

exterior of the house should be pressure washed and
repainted.

2. Trim: Woed, Aluminum Covered The aluminum covering at
the lower end of the corner post in the carport is
damaged.

3. Entry Doors: Ground Front, Fiberglass, Full View Glass
The door threshold is made of two pieces of
aluminum. The two pieces have separated.
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Defective Summary (Continued)

4, Entry Door: Kitchen/Dining Area, Fiberglass, Fullview
Glass Moisture is migrating to the inside at the
door threshold. The door and threshold need to be
adjusted to stop the moisture migration.

The sub floor on the inside is deteriorated and the
vinyl flooring is damaged/deteriorated.

5. Hose Bibs: Frost Procf The hose bib is not properly
mounted tec the exterior wall.

Roof
6. All Roof Areas Roof Surface Material: Asphalt shingle There is one 3'X5' area of shingles that

are missing.

7. Wood Shake Roof: "Eye Brow" Roof above double windows

There are shingles missing from the accent roof
above the front double windows.

Air Conditioning Unit 1

East Side AC System Refrigerant Lines: Rubbertex Insulation The black rubbertex insulation on
the copper tubing is detericrated and should be replaced.

. East Side AC System Refrigerant Lines: Rubbertex Insulation The black rubbertex insulaticn on
the copper tubing is deteriorated and should be replaced.
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Defective Summary (Continued)

Heating System Unit 1

10. Ground Level Utility Room Heating System Heating System Operation: Recommend replacement
Bathroom Unit 1

11. Top Floor Hallway Bathroom Electrical: Light & Receptacle Light and outlet did not respond to
test.

Kitchen Unit 1

12. Kitchen & Dining Area, Main Level Kitchen Floor: vinyl flcor
covering The carpet is damaged in the area of the
refrigerator and the vinyl seam is damaged.

Bedroom Unit 1

13. Top Rear Bedroom Closet: Single There is a stain on the drywall ceiling.
The carpet tack strip, the nails are rusty.

=

Living Space Unit 1

14. Ground Leve! Entry Living Space Floor: Vinyl floor covering There are cuts in the vinyl
flooring.
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Defective Summary (Continued)

Laundry Room/Area Unit 1

15. Main Level Laundry Room/Area Floor: vinyl floor covering
There has been a repair made in the vinyl flooring
that does not match the existing vinyl.

Palm-Tech Inspector, Copyright @ 1998-2006, PDmB, Inc.
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Definitions

NOTE: All definitions listed below refer to the property or item listed as inspected on this report at the time of inspection
A Acceptable Functional with no cbvious signs of defect.
NP Not Present Iltem not present or not found.
NI Not Inspected Item was unable to be inspected for safety reasons or due to lack of power, inaccessible, or disconnected at time
of inspection.
M Marginal ltem is not fully functional and requires repair or servicing.
B Defective ltem needs immediate repair or replacement. It is unable to perform its intended function.

General Information

Property Information
rty Address US Coast Guard Housing, Unit #46034B -

Prog

City Buxton State NC Zip 27920
Contact Name Samuel Horton
Phone 813 340 5163 Faxx

Client Information

Client Name US Coast Guard
Client Address x=

City x Statex Zipx

E-Mail samuelh@thomcoent . com

Inspection Company

Inspector Name Ralph W. Woodard, NC Licensed Home Inspector #493
Company Name American Home Inspections of NE NC

Company Address PO Box 2347

City Kitty Hawk  StateNC  Zip 27949

Phone Cell 25 202 8344 Faxx

E-Mail ralphdubya@embargmail.com

Conditions

Others Present No One Property Occupied Vacant
sstimated Age 14 to 16 years Entrance Faces Scuth
Inspection Date 04/07/2011

Electric On ® Yes O No O Not Applicable

Gas/Oil On O Yes O No ® Not Applicable

Water On O Yes @& No O Not Applicable
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General Information (Continued)

Temperature 50-55 degrees
Weather Clear Soil Conditions Dry
Building Type Duplex Garage Carport

Exterior Surface and Components

NP M D

O OO0 walks: Concrete

[JCJKXKI[] Deck: Front, Pressure Treated Wood There is one floor joist near the
front of the deck that is not properly supported with a metal joist
hanger. Several of the handrail pickets are loose and out of place.
Close inspection revealed that the nails used to fasten the pickets to

the top and bottom rails are rusty and deteriorated and failing to
perform their 1ntended functien.

v .
WA R e e i e
s st g, "0
_ M "

RO CIC][] Porch: Rear, Pressure Treated Wood

4. ORI stairs/Landing: Rear Stairs & Landing, Pressure Treated Wood The wood
pickets are loose or out of place. The nails used to secure the
pickets are rusty/deteriorated. The deccrative wood trim at the top of
the handrail post, most of thig trim is missing or deteriorated.

5. X OO Grade/Topography: Generally Flat

Exterior Walls Exterior Surface

6. Type: Horizontal Wood Ship Lap Siding All exterior wall surfaces should
be examined and re nailed in the areas where is has become loose. The
exterior of the house should be pressure washed and repainted.
The siding is deteriorated at the rear where the two units are joined
together,

There is a broken piece of siding at the lower part of the wall near
the porch roof.
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Exterior Surface and Components (Continued)

Type: (continued

nt Wa_lls Exterior Surface

Acce

7. O0000
s.100O0KN
o.X OO0
VWO CTE1 0
AXOO0O0
121 0O00K O
13. XKL LTI
14. 000K
15. XK O 0000
16. 11 X[

Type: Plywood Panels with machine shake appearance.

Trim: Wood, Aluminum Covered The horizontal 2X4 "beauty band" board is
deteriorated.

Fascia: Wood, wrapped with Aluminum Coil Stock

Soffits: Vinyl panels

Entry Doors: Ground Front, Fiberglass, Full View Glass

Entry Door; Ground Utility Room, Fiberglass, Flush Solid Core The door
hardware is possibly defective or needs cleaning and lubricating.
Entry Door: Main Living Area, Fiberglass, Full View Glass

Entry Door; Kitchen/Dining Area,
Fiberglass, Fullview Glass Moisture is
migrating to the inside at the door
threshold. The door and threshecld need
to be adjusted to stop the moisture
migration.

The vinyl flooring on the interiocr of
the door is deteriorated.

Windows: Andersen Double Hung, Tilt & Wash Feature

Window Screens: Metal wire There are several screens at various location
in the house that are not installed in the windows. No effort was made
to inventory the windows.
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Exterior Surface and Components (Continued)

7.0 KL Exterior Lighting: Exterior, Surface Mount There is a exterior light under
the front deck that was wired with underground romex wiring that should
have been installed in electrical conduit. There was a light installed
for the rear stairs. The underground romex wiring for this light
should have been installed in electrical conduit.

The electrical fixture that was installed for the rear stairs/landing

is missing.

i? i
Exterior Electric Qutlets: Exterior, Surface Mount

LROO0M
19.XI OO0 Hose Bibs: Frost Proof

Roof

ANPNI M D
All Roof Areas Roof Surface
1. Method of Inspection; On roof
2000 LI Material: Asphalt shingle There is an area of roofing missing from this
roof.
There are wood shingles missing from the "eye brow" rocf over the

double front windows.

3. Type: Hip & Gable

4. Approximate Age: 14 tc 16 years
5.

6.

XOOOLC Fleshing: Metal
X0

L] valleys: asphalt shingle
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Roof (Continued)
7.XOC0O0OLC] Plumbing Vents: pve
8. Roof Water Control
0.X OO0 000 Gutters: Plastic
10.A L] L]0 Downspouts: Plastic
Garage Unit 1
ANPNI M D

Carport, Attached Drive Under Garage
f Structure: Carport Car Spaces: 01
[(1[] Ceiling: Masonite W/Wood Trim Boards
[(1[] Floor/Foundation: Concrete
[J[J Electrical: Lights & Outlet

4
<
o

@

)

Electrical Unit 1

ANPNI M D
1. Service Size Amps: 200 Volts: 110-240 VAC
] Service: Aluminum
120 VAC Branch Circuits: Copper
240 VAC Branch Circuits: Copper and aluminum
Aluminum Wiring: Not present
Conductor Type: Romex
Ground: Rod in ground only
Smoke Detectors: Hard wired with battery back up Most units, some of the
smoke detector have been removed, others do not respond to the test. I
recommend that all smoke detectors be replaced in these units.
Ground Level Utility Room Electric Panel
9. X OO LL] Manufacturer: Cutler-Hammer
10. Maximum Capacity: 200 Amps
1.4 ][I0 Main Breaker Size: 200 Amps
12. ][] [] Breakers: Copper and Aluminum
13. |s the panel bonded? @ Yes O No

PN AW,
OXIXOIXIXIX
LI 00
LI T
AL LI ]
CIE I
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Structure Unit 1

ANPNIMD
1. X OO0 Structure Type: Wood frame
2.X L] [L1L] Foundation: 8%8 PT Wood Pilings and Monolithic Concrete Foundation
.X][1[]L] Dbitferential Movement: No movement or displacement noted
4. XIOO O] Beams: Pressure Treated Para/Lam Beam
5. CCL] Bearing Walls: Frame
8. 1 IXI[]1[] Joists/Trusses: Unable to view
7.XCIO0L] Floor/Slab: concrete
8.X ]I sStairs/Handrails: Wood stairs with wood handrails
o XICIOOL0 ] Subfloor: 3/4" T&E Floor Underlayment
Attic Unit 1
ANPNI M D
Main Attic
1. Method of Inspection: From the attic access
2. X L)L L][] Roof Framing: Truss Rocf Framing
X UILIL] Sheathing: Plywood
4. X TTLILILC] Ventilation: Roof and soffit vents
LXIOOO O] Insulation: Batts
o.XIT 1T 111 Insulation Depth: 9 inches
7.4 1000 Vapor Barrier: Paper
8.XLILILIL] Wiring/lighting: Light & Outlet
O. XTI LC] ] Moisture Penetration: No water penetration noted.
10.XI ][] Bathroom Fan Venting: Electric fan
Air Conditioning Unit 1
ANPNI M D
st Side of Unit AC System
KOO0 A/C System Operation: Appears serviceable
DO O[O Condensate Removal: Plastic tubing
KOO0 Exterior Unit: Mounted on wooden platform

anufacturer: Carrier

cooo«:cncn.;smm_sgl
=

Area Served: Ground & Mid Levels Approximate Age: 7 years
. Fuel Type: Electric Temperature Differential: x
. Type: Heat pump Capacity: 1.5 ton
X OO0 Visible Coil: copper core with aluminum fins
[:H:] [ 1 [ ] Refrigerant Lines: Rubbertex Insulation The black rubbertex insulation on the
copper tubing is deteriorated and should be replaced.
10.J OO E] Electrical Disconnect; Tumble switch The HVAC electric disconnect box is very
rusty.
East Side of Unit AC System

M. XKL AC System Operation: Inoperative

2. X0 Condensate Removal: Plastic tubing

3. L[ LJL] Exterior Unit: Mounted on wooden platform
14. Manufacturer. Carrier

15. Area Served: Top Floor Approximate Age: 14 to 16 years
16. Fuel Type: Electric Temperature Differential: x
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Air Conditioning Unit 1 {Continued)

17. Type: Heat pump Capacity: 1.5 ton
18. 110 Visible Coil: Copper core with aluminum £ins The aluminum fins surrounding

1. L1 LI L]
20.01000OXO

the copper coil are becoming deteriorated and falling away from the
copper coil. The aluminum fins are present to dissipate the heat from
the copper coil and when the fins are no longer present the coil will
over heat and the condenser will cease to function.

The metal cabinet housing the condenser is very rusty.

Refrigerant Lines: Rubbertex Insulation The black rubbertex insulation on the
copper tubing is deteriorated and shcould be replaced.

Electrical Disconnect: Tumble switch The HVAC electric disconnect box is very
rusty.

Heating System Unit 1

ANPNI M D

Ground Level Utility Room Heating System

1.LO0XO

Heating System Operation: Recommend replacement

2. Manufacturer: Carrier
3. Type: Forced air Capacity: 2 ton
© 1, Area Served: Ground & Mid Levels Approximate Age: 14 to 16 years
. Fuel Type: Electric

6. 010100
7 XOO00

Attic Heating System

8. 1010

Blower FanfFilter: Direct drive with disposable filter
Distribution; Metal duct

Heating System Operation: Appears functional

9, Manufacturer: Carrier

10. Type: Forced air Capacity: 1.5 ton

11. Area Served: Top Floor Approximate Age: 13 years
12. Fuel Type: Electric

13.X 1000 E:] Blower Fan/Filter: Direct drive with disposable filter
14. L1 ] L] Distribution: Metal duct
15. X111 L]L] Thermostats: Individual
Piumbing Unit 1
ANPNI M D

1. 11K L][] Service Line: Concealed

2.KO000 ] Main Water Shutoff: In Utility Room

XL water Lines: Copper

4 XKIOOOLO Drain Pipes: pvc

5. XKL OL0 Vent Pipes: pve

Utility Room Water Heater

6. 1[0 water Heater Operation: Water turned off at time of inspection.

7. Manufacturer: 2.0. Smith

8. Type: Electric Capacity: 50 gallon

9. Approximate Age: 14 to 16 years Area Served: Whole House
10.X 1L L1L] TPRV and Drain Tube: Copper
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Bathroom Unit 1
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y Bathroom

Ceiling: Drywall

Walls: brywall

Floor; Vinyl floor covering

Doors: Painted, Flush Solid Core

Windows: Andersen, Double Hung, Tilt and Wash
Electrical: Light & Receptacle

Counter/Cabinet: Laminate Top & Flush Laminate Cabinet
Faucets/Traps: Generic

Toilets: Kohler

HVAC Source: Heating system register

Ventilation; Electric ventilation fan Ventilation fan did not respond to
switch.

Ceiling: Drywall

Walls: Drywall

Floor: vinyl floor covering

Doors: Painted, Flush Solid Core

Electrical: Light 's & Receptacle

Counter/Cabinet: Laminate Top & Flush Laminate Cabinet
Sink/Basin: Cexramic

Faucets/Traps: Generic

Tub/Surround: One Piece Fiberglass

Toilets: Kohler

HVAC Source: Heating system register

Ventilation: Electric ventilation fan Ventilation fan did not respond to
switch.

Kitchen Unit 1
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Cooking Appliances: General Electric Electric range disconnected from power
source at time of inspection.

Ventilator: General Electric

Dishwasher: General Electric Dishwasher not properly installed in the
opening provided.

Refrigerator: General Electric Disconnected from power at time of inspection
Sink; Stainless Steel, Double Bowl

Electrical: Light & Receptacles

Plumbing/Fixtures: Generic

Counter Tops: Laminate and composite materials Counter top laminate
damaged just to the right of the sink.
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Kitchen Unit 1 (Continued)

9. [LCIBR Cabinets: Flush Laminate The base cabinet
end panel is damaged.

10.X L[] Ceiling: Drywall
11.X OO O walls: brywall
12000000 Floor: vinyl floor covering There are cuts and tears in the vinyl and
damage to the vinyl at the extericr entry door.
13. X100 Windows: Andersen, Double Hung, Tilt and Wash
14.XI OO HVAC Source: Heating system register
“ Bedroom Unit 1
ANPNI M D
Top Rear Bedroom
1. OO OO Closet: single
2 XL Ceiling: brywall
. X000 walls: prywall
2 [ER LT Floor: Carpet The carpet is damaged by the entry door.
5. OO0 Doors: painted, Flush Solid Core
6. ][] Windows: Andersen, Double Hung, Tilt and Wash
7. 00O 0LL Electrical: Fan, Light & Receptacles
8.X JJLJL] HVAC Source: Heating system register
Top Front Bedroom
9.X OO Closet: single
10.J 00BN Ceiling: brywall There is a stain in the

corner of the drywall ceiling.

M. OO0 Walls: brywall
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Bedroom Unit 1 (Continued)

12. 00X Floor: carpet The carpet tack strip nails
are rusty and the tack strip wood is
discolored.

3.X 0000 Doors: Painted, Flush Solid Core

4. X000 windows: Andersen, Double Hung, Tilt and Wash
5. X111 Electrical: Fan, Light & Receptacles

6 IO O HVAC Source: Heating system register

Living Space Unit 1

ANPNI M D
Ground Level Utility/Storage Room Living Space
1.XO000O Ceiling: brywall
20000 walls: Paneling, Painted There is

presence of organic growth on the
painted plywood wallsg of this room.

S.XRO0O00 Floor: concrete
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Living Space Unit 1 (Continued)

4.0 0KML Doors: painted, Flush Solid Core There
ig organic growth on the surface of the
door.

5. ][] Electrical: Light's & Receptacle

6.X ][]0 HVAC Source: Heating system register

Main Level Living Area Living Space

7.X OO0 Closet: single

8.XLILILI L cCeiling: Drywall

o.XIOOO O walls: brywall

WL LI Floor: carpet

PO L] Doors: Bi-fold

12.X 0000 windows: Andersen, Double Hung, Tilt and Wash

13.XILJ ][] Electrical: Fan, Light & Receptacles

14.X OO0 0O HVAC Source: Heating system register

Ground Level Entry Living Space

15. ][00 [] Closet: single The closet door needs to be adjusted to fit into opening
properly.

16.XJCJC]1 1] Ceiling: Drywall

17.XA 0[] walls: brywall

18.JJ K Floor: vinyl floor covering The vinyl
flooring is scuffed, burn mark and
torn.

19. ][] Doors: painted, Flush Solid Core

20.XA ][O Electrical: Light & Receptacle

M. XK O[] HVAC Source: None

Stair Well Living Space

22.X 0000 ceiling: brywall

23. X OO0 walls: brywall

24 X101 Floor: carpet
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Living Space Unit 1 {(Continued)

25.JO0 0K [0 Windows: Andersen, Double Hung, Tilt and
Wagh On the window frame wvinyl header,
there is a stain.

26.X JJ[J[] Electrical: Lighting

Laundry Room/Area Unit 1

ANPNI M D
Main Level Laundry Room/Area
HiN Ceiling: Drywall
Walls: Drywall
Floor: Vinyl floor covering The vinyl Flooring is torn.
Doors: Painted, Flush Solid Core
Windows: Andersen, Double Hung, Tilt and Wash
Electrical: Light & Receptacle
HVAC Source: Heating system register
Washer Hose Bib: Recessed Box
Washer and Dryer Electrical: 110-240 VAC
Dryer Vent: Rigid metal
Washer Drain: Wall mounted drain
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Marginal Summary

This summary is not the entire report. The complete report may include additional information of concern to the client. It is recommended
that the client read the complete report.

Exterior Surface and Components

1. Deck: Front, Pressure Treated Wood There igs one floor joist near the front of the
deck that is not properly supported with a metal joist hanger. Several of the
handrail pickets are loose and out of place. Close inspection revealed that the

nails used to fastemn the pickets to the top and bottom rails are rusty and
deteriorated and failing to perform their intended function.
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Stairs/Landing: Rear Stairs & Landing, Pressure Treated Wood The wood pickets are loose
or out of place. The nails used to secure the pickets are rusty/deteriorated. The
decorative wood trim at the top of the handrail post, most of this trim is missing
or deteriorated.

3. Entry Door: Ground Utility Room, Fiberglasgs, Flush 80lid Core The door hardware is
possibly defective or needs cleaning and lubricating.

Window Screens: Metal wire There are several screens at various location in the house

that are not installed in the windows. No effort was made to inventory the windows.

. Exterior Lighting: Exterior, Surface Mount There is a exterior light under the front deck
that was wired with underground romex wiring that should have been installed in
electrical conduit. There was a light installed for the rear stairs. The

underground romex wiring for this light should have been installed in electrical
conduit.

The electrical fixture that was installed £

3

or the rear stairs/landing is missing.

il
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Marginal Summary (Continued)

Electrical Unit 1

6. Smoke Detectors: Hard wired with battery back up Most units, some of the smoke detector

have been removed, octhers do not respond to the test. I recommend that all smcke
detectors be replaced in these units.

Air Conditioning Unit 1

7. East Side of Unit AC System Refrigerant Lines: Rubbertex Insulaticn The black rubbertex
insulation on the copper tubing is deteriocrated and should be replaced.

8. East Side of Unit AC System Electrical Disconnect: Tumble switch The HVAC electric disconnect box
is wvery rusty.

9. East Side of Unit AC System Refrigerant Lines: Rubbertex Insulation The black rubbertex
insulation on the copper tubing is deteriorated and should be replaced.

10. East Side of Unit AC System Electrical Disconnect: Tumble switch The HVAC electric disconnect
box is very rusty.

Heating System Unit 1

11. Ground Level Utility Room Heating System Heating System Operation: Recommend replacement
Kitchen Unit 1

12. Kitchen & Dining Area, Main Level Kitchen Dishwasher: General Electric Dishwasher not properly
installed in the opening provided.

Bedroom Unit 1

13. Top Front Bedroom Ceiling: Drywall There is a stain in
the corner cof the drywall ceiling.

Living Space Unit 1

14. Ground Level Utility/Storage Room Living Space Walls: Paneling,
Painted There is presence of organic growth on the
painted plywoed walls of this room.
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Marginal Summary (Continued)

15. Ground Level Utility/Storage Room Living Space Doors: Painted,
Flush So0lid Core There is organic growth on the
surface of the door.

16. Ground Level Entry Living Space Closet: Single The closet door needs to be adjusted to fit
into opening properly.

17. Stair Well Living Space Windows: Andersen, Double Hung,
Tilt and Wash On the window frame vinyl header,
there ig a staimn.

Palm-Tech Inspector, Copyright ® 1998-2006, PDmB, Inc.



American Home Inspections of NE NC
“™-44 April 18, 2011

Page 16 of 18
Unit #46034B.pt5

Defective Summary

This summary is not the entire report. The complete report may include additional information of concern to the client. It is recommended
that the client read the complete report.

Exterior Surface and Components

Exterior Walls Exterior Surface Type: Eorizental Wood Ship Lap Siding All exterior wall
surfaces should be examined and re nailed in the areas where is has become lcose.
The exterior of the house should be pressure washed and repainted.

The siding is deteriorated at the rear where the two units are joined together.
There is a broken piece of siding at the lower part

of the wall near the porch
roof.

2. Trim: Wood, Aluminum Covered The horizontal 2X4 "beauty band"
3. Entry Door; Kitchen/Dining Area, Fiberglass, Fullview
Glass Moisture is migrating to the inside at the
door threshold. The door and threshold need to be

adjusted to stcp the moisture migration.

The vinyl flooring on the interior of the door is
deteriorated.

board is deteriorated.

Roof

4. All Roof Areas Roof Surface Material: Asphalt shingle There is an area of roofing missing from

this roof.

There are wood shingles missing from the "eye brow" roof over the double front
windows.
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Roof (Continued)

Material: (continued

Air Conditioning Unit 1

5. East Side of Unit AC System Visible Coil: Copper core with aluminum fins The aluminum fins
surrounding the copper cecil are becoming deteriorated and falling away from the
copper coil. The aluminum fins are present to dissipate the heat from the copper

coil and when the fins are no longer present the coil will over heat and the
condenser will cease to function.

The metal cabinet housing the condenser is very rusty.
Bathroom Unit 1
6. Main Level Powder Room Bathroom Ventilation: Electric ventilation fan Ventilaticn fan did not
respond to switch.

7. Top Floor Hall Way Bathroom Ventilation: Electric ventilation fan Ventilation fan did not
respond to switch.

Kitchen Unit 1

8. Kitchen & Dining Area, Main Level Kitchen Counter Tops: Laminate and composite materials Counter
top laminate damaged just to the right of the sink.

9. Kitchen & Dining Area, Main Level Kitchen Cabinets: Flush
Laminate The base cabinet end panel is damaged.

10. Kitchen & Dining Area, Main Level Kitchen Floor: vinyl floor covering There are cuts and tears
in the vinyl and damage tc¢ the vinyl at the extericr entry dcor.

Bedroom Unit 1
11. Top Rear Bedroom Floor: Carpet The carpet is damaged by the entry door.
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Defective Summary (Continued)

12. Top Front Bedroom Floor: Carpet The carpet tack strip
nails are rusty and the tack strip wood is
discolored.

Living Space Unit 1

13. Ground Level Entry Living Space Floor; Vinyl floor covering
The vinyl flooring is scuffed, burn mark and torn.

Laundry Room/Area Unit 1
14. Main Level Laundry Room/Area Floor: Vinyl floor covering The vinyl Flooring is teorn.

Palm-Tech Inspector, Copyright © 1998-2006, PDmB, Inc.
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Definitions

NOTE: All definitions listed below refer to the property or item listed as inspected on this report at the time of inspection
A Acceptable Functional with no obvious signs of defect.
NP  Not Present Item not present or not found.
NI Not Inspected ltem was unable to be inspected for safety reasons or due to lack of power, inaccessible, or disconnected at time
of inspection.
M Marginal ltem is not fully functional and requires repair or servicing.
D Defective ltem needs immediate repair or replacement. It is unable to perform its intended function.

General Information

Property Information

Proj erty Address US Cocast Guard Housi
3 z M

ni Unit #46054A

City Buxton State NC Zip #7920
Contact Name Samuel Hortcn
Phone 813 240 5163 Faxx

Client Information

Client Name US Cecast Guard
Client Address x

City x Statex Zipx

E-Mail samuelh@thomcoent . com

inspection Company

Inspector Name Ralph W. Woodard, NC Licensed Home Inspector #493
Company Name American Home Inspections of NE NC

Company Address PO Box 2347

City Kitty Hawk  StateNC  Zip 27949

Phone Cell 25 202 8344 Faxx

E-Mail ralphdubya@embargmail. . com

Conditions

Others Present No Cne Property Occupied Vacant

Estimated Age 14 to 16 years Entrance Faces South
section Date 04/11/2011

_ ~ctric On ® Yes O No O Not Applicable

Gas/Oil On O Yes O No @ Not Applicable K
Water On O Yes ® No O Not Applicable O

Palm-Tech Inspector
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General Information (Continued)

Temperature 50-55 degrees
Weather Clear Soil Conditions Dry
Building Type Duplex Garage Carport

Exterior Surface and Components

ANPNI M D
1. 00000 Walks: concrete
2. XL Driveway: Concrete
IO LN Stairs/Landing: Rear Stairs & Landing, Pressure Treated Wood There is on

trim board along the stair steps, the nails are becoming loose and the
board is pulling away from the steps. The decorative wood trim at the
top of the handrail post, most of this trim ig missing or deteriorated.
The wood pickets are lcose or out of place. The nails used toc secure

the ?ickets are rusty/deteriorated.

4. XI[JCJ[ [ Patio: Front Entry, Pressure Treated Wood
5.0 0OX

Deck: Front, Pressure Treated Wood There is one floor joist near the
front of the deck that is not properly supported with a metal joist
hanger. Several of the handrail pickets are loose and out of place.
Close inspecticon revealed that the nails used to fasten the pickets to
the top and bottom rails are rusty and deteriorated and failing to
perform their intended function.
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Exterior Surface and Components (Continued)

6. 0K Porch: Rear, Pressure Treated Wood Screen panels for the porch are
missing or damaged. The porch screen door is damag

TN
7.X OO Grade/Topography: Generally Flat
Exterior Walls Exterior Surface
8.X [ Type: Borizontal Wood Ship Lap Siding All exterior wall surfaces should
be examined and re nailed in the areas where is has become loose. The
exterior of the house should be pressure washed and repainted.
Ancent Walls Exterior Surface
X OO O Type: Plywood Panels with machine shake appearance. The machine shake
lock plywood panels, the nails are loose in several places. The
exterior walls should be examined and the loose siding re nailed.
10.J1000K Trim:woed, Aluminum Covered The bump = ' A
out for the stairs, one piece of the
horizeontal wood trim is deteriorated.

M.OO00OON Fascia: Wood, wrapped with Aluminum Coil
Stock The fascia is deteriorated at the
intersection above the front deck.
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Exterior Surface and Components (Continued)

12.X] 000000 Soffits: vinyl panels
13.XI L] Entry Doors: Ground Front, Fiberglass, Full View Glass
14.X L1000 Entry Door: Ground Utility Room, Fiberglass, Flush Solid Core
15.XI L1 C1[] Entry Door: Main Living Area, Fiberglass, Full View Glass
16.JJ I Entry Door: Kitchen/Dining Area, - —
Fibeerglass, Fullview Glassg Molsture is ‘_‘f/#”:/,—-
migrating to the inside at the door — :
threshold. The door and threshold need
to be adjusted/replaced to stop the
moisture migration.
The sub floor is also deteriorated just
inside of this door.
17.XX O[] [0 Windows: Andersen Double Hung, Tilt & Wash Feature
18. JJ B[] Window Screens: Metal wire There are several screens at various location
in the house that are not installed in the windows. No effort was made
to inventory the windows.
OO IR Exterior Lighting: Exterior, Surface Mount
There is a exterior light under the
front deck that was wired with
underground romex wiring that should
have been installed in electrical
conduit. There is a light installed for
the rear stairs. The underground romex
wiring for this light should have been
installed in electrical conduit.
20.X 00O Exterior Electric Qutlets: Exterior, Surface Mount
21.X OO L] Hose Bibs: Frost Proof

Palm-Tech Inspector, Copyright © 1998-2006, PDmB, Inc.
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Roof

ANPNI M D
All Roof Areas Roof Surface
1. Method of Inspection: On roof

2.X O[] Material: 2sphalt shingle
3. Type: Hip & Gable

4. Approximate Age: 14 to 16 years

5. X1 Flashing: Metal

6.X L] Vvalleys: Asphalt shingle

7.XO0O00L Plumbing Vents: pvc _

8. Roof Water Control

|-

9.0 Gutters: Plastic There is one piece of
gutter pipe installed in the area above
the front deck where the glue used to
fasten the parts together, the glue has
failed.

10.X 0000 Downspouts: Plastic

M.OO000ODK Wood Shake Roof: Wood Shake "Eye Brow"

Roof There are shingles missing from
the small roof above the double
windows.

Garage Unit 1

ANPNI M D
Carport, Attached Drive Under Garage
1. Type of Structure: Carport Car Spaces: 01
2.XOOO0 Ceiling: Masonite W/Wood Trim Boards
R % E OO0 Floor/Foundation: Concrete

1[0 Electrical: Lights & Outlet
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Electrical Unit 1

ANPN M D

1. Service Size Amps: 200 Volts: 110-240 VAC

2.XIO000 service: Aluminum

3.XILL L 120 VAC Branch Circuits: Copper

4. X0 240 VAC Branch Circuits: Copper and aluminum
500K L OIL] Aluminum Wiring: Not present
6.XALI1L][1[] Conductor Type: Romex

7.XO000O0 Ground: Rod in ground only

8.0 [ Smoke Detectors: Hard wired with battery back up
Ground Level Utility Room Electric Panel

9. (10 Manufacturer: Cutlexr-Hammer

10. Maximum Capacity: 200 Amps
11. X OO L] Main Breaker Size: 200 Amps

12. E LILILILC] Breakers: Copper and Aluminum
13. Is the panel bonded? @& Yes O No

Structure Unit 1

ANPNIMD

1. XA CICIOIET Structure Type: Wood frame

" 11000 Foundation: 8X8 PT Wood Pilings and Monolithic Concrete Foundation
XOCHC ] Differential Movement: No movement or displacement noted

4. X100 Beams: Pressure Treated Para/Lam Beam

5. OO0 Bearing Walls: Frame

6. 1L ][] Joists/Trusses: Unable to view

7.XIOCLC L] Floor/Slab: concrete

8.XLILILIL] Stairs/Mandrails: Wood stairs with wood handrails

o.XICO OO L] Subfloor: 3/4" T&@ Fleor Underlayment

Attic Unit 1

ANPNIMD

Main Attic

1. Method of Inspection: From the attic access

2. CJL] Roof Framing: Truss Roof Framing

. CIC0L] Sheathing: Plywood

4. B[]0 Ventilation: Roof and soffit vents

5. L1111 Insulation: Batts

6. 10000 Insulation Depth: 9 inches

7.XOCOL Vvapor Barrier: Paper

8.X L1000 wiring/Lighting: Light & Outlet

9. 1KLL L] Moisture Penetration: No water penetration noted.

10. X L[] Bathroom Fan Venting: Electric fan
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Air Conditioning Unit 1

ANPNI M D

West Side AC System

1.XACIEI L[] A/C System Operation: Appears serviceable

2. 10000 Condensate Removal: Plastic tubing

.00 Exterior Unit: Mounted on wooden platform

4. Manufacturer: Carrier

5. Area Served: Ground & Mid Levels Approximaie Age. 7 years

6. Fuel Type: Electric Temperature Differential; x

7. Type: Heat pump Capacity: 2 ton

8.1 Visible Coil: Copper core with aluminum fins

.00 0O XK Refrigerant Lines: Rubbertex Insulation The black rubbertex insulation on the
copper tubing is deteriorated and should be replaced.

100.J 00X O Electrical Disconnect: Tumble switch The HVAC electric disconnect box is very
rusty.

West Side AC System

11.BA L] LI A/C System Operation: Appears serviceable

12.X 11l Condensate Removal: Plastic tubing

13.XI 0O Exterior Unit: Mounted on wooden platform

14. Manufacturer: Carrier

15. Area Served: Top Floor Approximate Age: 7 yvears

16. Fuel Type: Electric Temperature Differential: x

: Type: Heat pump Capacity: 2 ton

. XTI Visible Coil: Copper core with aluminum fins

9.X LI L[ Refrigerant Lines: Serviceable condition

0. OO Electrical Disconnect: Tumble switch The HVAC electric disconnect box is very
rusty.

1
2

Heating System Unit 1

ANPNI M D
Ground Level Utility Room Heating System
1.0000 Heating System Operation: Recommend replacement
2. Manufacturer: Carrier
3. Type: Forced air Capacity: 2 ton
4. Area Served: Ground & Mid Levels Approximate Age: 14 to 16 years
5. Fuel Type: Electric
6. 1] 1R[] Blower Fan/Filter: Direct drive with disposable filter
7. 1] ] Distribution: Metal duct
Closet 2nd Floor Hallway Heating System
8. 1[I L] Heating System Operation: Inadequate
9. Manufacturer: Carrier
10. Type: Forced air Capacity: 1.5 ton
11. Area Served: Top Floor Approximate Age: 14 to 16 years
12. Fuel Type: Electric
13.[ 110X ] Blower Fan/Filter: Direct drive with disposable filter

14. X110 Distribution: Metal duct
KOO0 Thermostats: Individual
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Plumbing Unit 1

=
T
Z

Service Line: Concealed
Main Water Shutoff: In Utility Room

M D

I

O]

][] water Lines: Copper
L]0

10

Wa

XX 1>

Drain Pipes: PVC
Vent Pipes: PVC
ter Heater
O] water Heater Operation: Water turned off at time of inspection.
anufacturer: 2.0. Smith
ype: Electric Capacity: 50 gallon
pproxmate Age: 13 years Area Served: Whole House
IO TPRV and Drain Tube: Copper
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Bathroom Unit 1

ANPNI M D
Main Level Powder Room Bathroom

1. OO Ceiling: Drywall There is organic growth
on the ceiling drywall.

Walls: Drywall

Floor: vinyl flecor covering

Doors: Painted, Flush Solid Core

Windows: Andersen, Double Hung, Tilt and Wash
Electrical: Light & Receptacle

Counter/Cabinet: Laminate Top & Flush Laminate Cabinet
Faucets/Traps: Generic

Toilets; Kohler

HVAC Source: Heating system register

Ventilation: Electric ventilation fan

Bathroom
Ceiling: Drywall

Walls: Drywall

Floor; Vinyl floor covering

Doors: Painted, Flush Sclid Core

Electrical: Lights & Receptacle

Counter/Cabinet; Laminate Top & Flush Laminate Cabinet
Sink/Basin: Cast Iron

Faucets/Traps: Generic
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Bathroom Unit 1 (Continued)

X Tub/Surround: One Piece Fiberglass

Hinnn

LX) Toilets: kohler
HiEEN
Hinnn

HVAC Source: Heating system register
Ventilation: Electric ventilation fan

Kitchen Unit 1

ANPNI M D
Kitchen & Dining Area, Main Level Kitchen
1.XICJC0 L] Cooking Appliances: General Electric
2XO0OOL0N Ventilator: General Electric
3. L]L] Dishwasher: General Electric Water off at time of inspectien.
4.0OO0KLOLO Refrigerator: General Electric Disconnected from power at time of inspection
5. X LILILIL] Sink: stainless Steel, Double Bowl
6. X JLJLJ[] Electrical: Lights & Receptacles
700K O Plumbing/Fixtures: Generic
8. A LJ L] Counter Tops: Laminate and composite materials
0. XL cabinets: Flush Laminate
10. ][ LJJBA Ceiling: brywall There is a crack in the ceiling drywall above the sink.
M.DXLCIC O] Walls: prywall
o XL Floor: vinyl floor covering
SO0 0L Wwindows: Andersen, Double Hung, Tilt and Wash
14. X OO HVAC Source: Heating system register
Bedroom Unit 1
ANPNI M D
Top Floor Rear Bedroom
1.X OO0 Closet: single
2.XIOOBI O cCeiling: Drywall
. O000000] walls: prywall
4.0 0CDB] Fioor: carpet The carpet tack strip along
the unit party wall, the strip is
stained and the tacks are rusty.
5. X OO0 Doors: Painted, Flush Solid Core
X O OOl windows: Andersen, Double Hung, Tilt and Wash
XKLL Electrical: Fan, Light & Receptacles
8.XIJ [0 HVAC Source: Heating system register
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Bedroom Unit 1 (Continued)

o.XICIC1C0 Closet: single
10.DA ]I Ceiling: Drywall
M. OO0 walls: brywall
12.000 0K Floor: cCarpet The carpet tack strip along
the unit party wall, the strip is
stained and the tacks are rusty.
13.XICJC1 0[] Doors: Painted, Flush Solid Core
14. XL OL wWindows: Andersen, Double Hung, Tilt and Wash
15.J ][ [J[J Electrical: Fann, Light & Receptacles
2 XM OO L HVAC Source: Heating system register
Living Space Unit 1
ANPNIMD
Ground Level Utility/Storage Room Living Space
1.X 0[] Ceiling: brywall
2. 0000 walls: paneling, Painted
3. X000 000 Floor: concrete
4. CJJCIN ] Doors: Painted, Flush Solid Core There is organic growth on the surface
of the door.
5.X L Electrical: Light & Receptacle
6. XL [J HVAC Source: Heating system register
Main Level Living Area Living Space
7.XO0O00 Closet: single
8. X Ceiling: Drywall
oO. XL [L] walls: brywall
10.JCO0CK Floor: carpet There are stains and a "run" in the carpet facing.
M. LL Doors: Bi-fold
12.X ][] Windows: andersen, Double Hung, Tilt and Wash
13.X ][] Electrical: Fan, Light & Receptacles
14.X OO OLC HVAC Source: Heating system register
Ground Level Entry Living Space
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Living Space Unit 1 (Continued)

15. 00K Closet: single There are signs of organic
growth on the closet door.

16.X L] Ceiling: brywall
17.X OO0 walls: brywall
18.X ][]0 Floor: vinyl floor covering
19.X[JOJ [0 Doors: Painted, Flush Solid Core
20.XIJO0CC] Electrical: Light & Receptacle
21.XI OO L HVAC Source: None
Stair Well Living Space
22 MO OO0 ceiling: Drywall
OO walls: prywall
2. 10000 Floor: carpet
25.JOJ X[ windows: Andersen, Double Hung, Tilt and

Wagsh The center window in the
stairwell, There are stains on the
header piece of wvinyl.

26.XA1[J [ [ Electrical: Lighting

Palm-Tech Inspector, Copyright © 1998-2006, PDmB, Inc.



American Home Inspections of NE NC

13:45 April 18, 2011 Page 12 of 19

Unit #460548.pt5
A

Laundry Room/Area Unit 1

ANPNI M D
Main Level Laundry Room/Area
1. OO0 00 ceiling: brywall
2. LI LL] walls: Drywall
3.0 0L] Floor: vinyl floor covering
4. 0JCJC0 L] Doors: painted, Flush Solid Core The
door trim has become loose on the
inside of the laundry room door.
5. C100 L] Windows: Andersen, Double Hung, Tilt and Wash
8. XL 1L1[][] Electrical: Light & Receptacle
7.0 HVAC Source: Heating system register
OO L] washer Hose Bib: Recessed Box
9. 1000 washer and Dryer Electrical: 110-240 VAC
10.X L1101 Dryer Vent: Rigid metal
1. XL L] wWasher Drain: wall mounted drain
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Marginal Summary

This summary is not the entire report. The complete report may include additional information of concern to the client. It is recommended
that the client read the complete report.

Exterior Surface and Components
1. Window Screens: Metal wire There are several screeng at wvarious locaticon in the house
that are not installed in the windows. No effort was made to inventcry the windows.
Electrical Unit 1
2. Smoke Detectors: Hard wired with battery back up
Air Conditioning Unit 1
3. West Side AC System Electrical Disconnect: Tumble switch The HVAC electric disconnect box is
very rusty.

4. West Side AC System Electrical Disconnect: Tumble switch The HVAC electric disconnect box is
very rusty.

Heating System Unit 1

5. Ground Level Utility Room Heating System Blower Fan/Filter: Direct drive with disposable filter

6. Closet 2nd Floor Hallway Heating System Heating System Operation: Inadequate

7. Closet 2nd Floor Hallway Heating System Blower Fan/Filter; Direct drive with disposable filter
Bathroom Unit 1

8. Main Level Powder Room Bathroom Ceiling: Drywall There is
organic growth on the ceiling drywall.

Living Space Unit 1
9. Ground Level Utility/Storage Room Living Space Doors: Painted, Flush Solid Core There is organic
growth on the surface of the door.

10. Ground Level Entry Living Space Closet; Single There are
signs of organic growth on the closet door.
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Marginal Summary (Continued)

11. Stair Well Living Space Windows: Andersen, Double Hung,
Tilt and Wash The center window in the stairwell,
There are stains on the header piece of wvinyl.

Laundry Room/Area Unit 1

12. Main Level Laundry Room/Area Doors: Painted, Flush Solid
Core The door trim has become loose on the inside
of the laundry room door.
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Defective Summary

This summary is not the entire report. The complete report may include additional information of concern to the client. It is recommended
that the client read the complete report.

Exterior Surface and Components
1.

Stairs/Landing: Rear Stairs & Landing, Pressure Treated Wood There is on trim board alcng
the stair steps,

the nails are becoming loose and the board is pulling away from the
steps. The decorative wood trim at the top ¢f the handrail post, most of this trim
is missing or deteriorated. The wood pickets are loose or out of place. The nails
used to secure the pickets are rusty/deteriorated.

==

Deck: Front, Pregsure Treated Wood There is cone floor joist near the front of the
deck that is not properly supported with a metal joist hanger. Several of the
handrail pickets are loose and ocut of place.

Close inspection revealed that the
nails used to fasten the pickets to the top and bottom rails are rusty and

deteriorated and failing to perform their intended function.
o _— — 'ir . o - -

3. Porch: Rear, Pressure Treated Wood Screen panels for the porch are missing or damaged.
The porch screen door is damaged.
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Exterior Surface and Components (Continued)

Paorch: {continued)

4. Trim: Weod, Aluminum Covered The bump out for the
stairs, one piece of the horizontal wood trim is
deteriorated.

5. Fascia: Weod, wrapped with Aluminum Ccil Stock The
fascia is detericrated at the intersection above
the front deck.
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Defective Summary (Continued)

Entry Door: Kitchen/Dining Area, Fibeerglass, Fullview
Glass Moisture is migrating to the inside at the

door threshold. The docr and threshold need to be
adjusted/replaced to stop the moisture migration.

The sub floor is also detericrated just inside of
this deor.

7. Exterior Lighting: Exterior, Surface Mount There is a
exterior light under the front deck that was wired
with underground romex wiring that should have been
installed in electrical conduit. There is a light
installed for the rear stairs. The underground

romex wiring for this light should have been
installed in electrical conduit.

Roof

8. Gutters: Plastic There is one piece of gutter pipe

installed in the area above the front deck where

the glue used to fasten the parts together, the
glue has failed.
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A

Defective Summary (Continued)

9. Wood Shake Roof: wood Shake "Eye Brow" Rocf There are
shingles missing from the small roof above the
double windows.

Air Conditioning Unit 1

10. West Side AC System Refrigerant Lines: Rubbertex Insulation The black rubbertex insulation
on the copper tubing is deteriorated and should be replaced.

Heating System Unit 1

11. Ground Level Utility Room Heating System Heating System Operation: Recommend replacement
Kitchen Unit 1

Kitchen & Dining Area, Main Level Kitchen Celling: Drywall There is a crack in the ceiling
drywall above the sink.

Bedroom Unit 1

13. Top Floor Rear Bedroom Fioor: Carpet The carpet tack
strip along the unit party wall, the strip is
stained and the tacks are rusty.

14. Top Floor Front Bedroom Floor; Carpet The carpet tack
strip along the unit party wall, the strip is
stained and the tacks are rusty,
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Defective Summary (Continued)

Living Space Unif 1

15. Main Level Living Area Living Space Floor: Carpet There are stains and a "run" in the carpet
facing.
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Definitions

NQOTE: All definitions listed below refer to the property or item listed as inspected on this report at the time of inspection
A Acceptable Functional with no obvious signs of defect.
NP NotPresent  Item not present or not found.
NI Not Inspected Item was unable to be inspected for safety reasons or due to lack of power, inaccessible, or disconnected at time
of inspection.
M Marginal Item is not fully functional and requires repair or servicing.
D Defective Item needs immediate repair or replacement. It is unable to perform its intended function.

General Information

Property Information
Property Address US Coast Guard Housing, Unit #46054B

City Buxton State NC Zip 27920
Contact Name Samuel Horton
Phone 813 340 5163 Faxx

Client Information

Client Name US Coast Guard
Client Address x

City x State x Zipx

E-Mail samuelh@thomcoent . com

Inspection Company

Inspector Name Ralph W. Woodard, NC Licensed Home Inspector #493
Company Name American Home Inspections of NE NC

Company Address PO Box 2347

City Kitty Hawk  Stale NC  Zip 27949

Phone Cell 25 202 8344 Faxx

E-Mail ralphdubyva@embargmail . com

Conditions

Others Present No One Property Occupied Vacant
Estimated Age 14 to 16 years Entrance Faces South
' nection Date 04/11/2011

.ctric On ®@ Yes O No O Not Applicable
Gas/Oil On O Yes O No @ Not Applicable
Water On O Yes ® No O Not Applicable
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General Information (Continued)

Temperature 50-55 degrees
Weather Clear Soil Conditions Dry
Building Type Duplex Garage Carport

Exterior Surface and Components

g g=

WM =

X OXX>

nanE

OO0 =
OO0 OOO=
KO OO

6. IO

Walks: Concrete
Driveway: Concrete
Stairs/Landing: Rear Stairs & Landing, Pressure Treated Wood The wood
pickets are loosge or out of place. The nails used to secure the
pickets are rusty/deteriorated.

Patio: Front Entry, Pressure Treated Wood

Deck: Front, Pressure Treated Wood There is one floor joist near the
front of the deck that is not properly supported with a metal joist
hanger. Several of the handrail pickets are loose and out of place.
Closge ingpection revealed that the naile used to fasten the pickets to
the top and bottom rails are rusty and detericrated and failing to
perform their intended function

Porch: Rear, Pressure Treated Wood The
porch screen door is damaged.

7 KICIC1 OO0 Grade/Topography: Generally Flat

ierior Walls Exterior Surface
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Exterior Surface and Components (Continued)

8. JLILJLINX Type:Horizontal Wood Ship Lap Siding Several pieces of the wood lap
giding is deteriorated/damaged. All exterior wall surfaces should be
examined and re nailed in the areas where is has become loose. The

exterior of the house should be pressure washed and repainted.
; ey : =- - e

Accent Walls Exterior Surface
9.0 Type: Plywood Panels with machine shake appearance. The machine shake
look plywcod panels, the nails are loocse in several places. The
exterior walls should be examined and the loose siding re nailed.
10.0000K Trim: wood, Aluminum Covered There is one place where the two units party
wall intersect, the corner board and the roof shingles are not fitted
together with the proper flashing.
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B

Exterior Surface and Components (Continued)
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Fascia: Wood, wrapped with Aluminum Coil Stock

Soffits: Vinyl panels

Entry Doors: Ground Front, Fiberglass, Full View Glass

Entry Door: Ground Utility Room, Fiberglass, Flush Solid Core
Entry Door: Main Living Area, Fiberglass, Full View Glass
Entry Door: Kitchen/Dining Area, Fiberglass, Fullview Glass The door
hardware is possibly defective or needs cleaning and lubricating.
Moisture is migrating to the inside at the door threshold. The door
and threshold need to be adjusted to stop the moisture migration.
The sub-floor just inside this door appears to be deteriorated.

Windows: Andersen Double Hung, Tilt & Wash Feature

Window Screens: Metal wire There are gseveral screens at various location
in the house that are not installed in the windows. No effort was made
to inventory the windows.

Exterior Lighting: Exterior, Surface Mount
There is a exterior light under the
front deck that was wired with
underground romex wiring that should
have been installed in electrical
conduit. There ig a light installed for
the rear stairs. The underground rcmex
wiring for this light should have been
installed in electrical conduit.

Exterior Electric Qutlets; Exterior, Surface Mount
Hose Bibs: Frost Proof The knob for the hose bib is detericrated.
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Roof
ANPNI M D

All Roof Areas Roof Surface

1. Method of Inspection; On roof

22X OO0 0000 Material: asphalt shingle

3. Type: Hip & Gable

4. Approximate Age: 14 to 16 years

5 XK OO [ | [ [] Flashing: Metal

6.4 [] [ 13 [] Valleys: Asphalt shingle

7.X OO0 0OLO Plumbing Vents: pve

8. Roof Water Control

O. X L]LILIL] Gutters: Plastic
10.X L[] Downspouts: Plastic
MO OO "Eye Brow" Roof wood shake shingle roof

above double windows. There are wood
shake shingles missing from this roof.
Garage Unit 1
ANPN M D

Carport, Attached Drive Under Garage
1. Type of Structure; Carport Car Spaces: 01
XOOLOL Ceiling: Masonite W/Woed Trim Boards

2
. LLILIL Floor/Foundation: Concrete
4 XL OO Electrical: Lights & Cutlet

X

Electrical Unit 1

2z
8z
w

>U

COOOXCOCE 2.

mps: 200 Volis: 110-240 VAC

Service: Aluminum

120 VAC Branch Circuits: Copper

240 VAC Branch Circuits: Copper and aluminum

Aluminum Wiring: Not present

Conductor Type: Romex

Ground: Rod in ground only

Smoke Detectors; Hard wired with battery back up Most units,

IRROXKIX 2 >

2 I =
LI e e

some of the

smoke detector have been removed, others do not respond to the test. T
recommend that all smoke detectors be replaced in these units.
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Electrical Unit 1 (Continued)

Ground Level Utility Room Electric Panel
9. XICICIC][] Manufacturer: Cutlex-Hammex

10. Maximum Capacity: 200 Amps

11.XI O3]} Main Breaker Size: 200 Amps

12.XICI1L1 L[] Breakers: Copper and Aluminum

13. is the panel bonded? ® Yes O No

Structure Unit 1

Structure Type: Wood frame

Foundation: 8X8 PT Wood Pilings and Monclithic Concrete Foundation
Differential Movement: No movement or displacement noted

Beams:; Pressure Treated Para/Lam Beam

Bearing Walls: Frame

Joists/Trusses: Unable to view

Floor/Slab: Concrete

Stairs/Handrails: Wood stairs with wood handrails

Subfloor: 3/4" T&G Floor Underlayment

DXIXIXIC XXX >

EaRREEENRE
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I
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Attic Unit 1

ANPNI M D
Main Attic
1. Method of

action: From the attic access

Roof Framing: Truss Roof Framing

Sheathing: P1lywood

Ventilation: Roof and soffit vents

Insulation: Batts

Insulation Depth: 9 inches

Vapor Barrier. Paper

Wiring/Lighting: Light & Outlet

Moisture Penetration: No water penetration noted.
Bathroom Fan Venting: Electric fan
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Air Conditioning Unit 1

5

NI M D

e AC System
|:| D0 A/C System Operation: Inoperative

OO O Condensate Removal: Plastic tubing

LI L1 0O Exterior Unit: Mounted on wooden platform
anufacturer: Carrier

rea Served: Top Floor Approximate Age: 14 toc 16 years

uel Type: Electric Temperature Differential: x

ype: Heat pump Capacity: 1.5 ton

DDDD& Visible Coil: Copper core with aluminum fing
The aluminum fins surrounding the
copper coll are becoming deteriorated
and falling away from the copper coil.
The aluminum fins are present to
dissipate the heat from the copper ceoil
and when the fins are no longer present |

the coil will over heat and the
condenser will cease to function.

2
W=
(o]

Z =X

—

OO"\IO'J(J'I-F:-(.OM—\EJH
=

[] Refrigerant Lines: Serviceable condition
[] Electrical Disconnect: Tumble switch The HVAC
electric disconnect box is very rusty.

East Side AC System
M.OO0O0000K A/C System Operation: Inoperative
12.A 110 [] Condensate Removal: Plastic tubing

13. 0O LCIK Exterior Unit: Mounted on wooden platform
14. Manufacturer. DuCane

15. Area Served; Ground & Mid Levels Approximate Age: 9 years
16. Fuel Type: Electric Temperature Differential: x
17. Type: Heat pump Capacity: 2.5 ton
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Air Conditioning Unit 1 (Continued)

18. OO Visible Coil: Copper core with aluminum fins

19.0000K
2010 0OKXO

The aluminum fins surrounding the
copper coil are becoming deteriorated
and falling away from the copper coil.
The aluminum fins are present to
dissipate the heat from the copper coil
and when the fins are no longer present |
the coil will over heat and the
condenser will cease to function.

Refrigerant Lines: Rubbertex Insulation The black rubbertex insulation on the
copper tubing is deteriorated and should be replaced.

Electrical Disconnect: Tumble switch The HVAC
electric disconnect box is very rusty.

Heating System Unit 1

ANPNI M D

Ground Level Utility Room Heating System

1.00C0 K[ Heating System Operation: Recommend replacement
2. Manufacturer: Carrier

3. Type: Forced air Capacity: 2 ton
4. Area Served: Ground & Mid Levels Approximate Age: 14 to 16 years
5. Fuel Type: Electric

6. JJ 0[] Blower Fan/Filter: Direct drive with disposable filter

7.XO0CCLC] Distribution: Metal duct

Top Floor Closet Heating System

8.0 LI Heating System Operation: Recommend replacement

9. Manufacturer; Carrier
10. Type: Forced air Capacity: 1.5 ton
11. Area Served: Top Floor Approximate Age: 14 to 16 years
17 Fuel Type: Electric

OO UOOX Blower FanfFilter: Direct drive with disposable filter

14.X LI Distribution: Metal duct
15.X ][] Thermostats: Individual
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Plumbing Unit 1

ANPNI M D
1.0 1] Service Line: Concealed
2.XICIC0 0] Main Water Shutoff: In Utility Room
.Y I LIL] water Lines: Copper
4. X100 Drain Pipes: pvc
50O Vent Pipes: pve
Utility Room Water Heater
8. 11X ][] Water Heater Operation: Water turned off at time of inspection.
7. Manufacturer: 2.0. Smith
8. Type: Electric Capacity: 50 gallen
9. Approximate Age: 14 to 16 years Area Served: Whole Houge
10.XI O O[] TPRV and Drain Tube: Coppex
Bathroom Unit 1
ANPNI M D
Main Level Powder Room Bathroom
1.X OO0 -Ceiling: Dxrywall
2K L1000 walls: prywall
3.XALILILIL] Floor: vinyl floor covering
+XKICIC0CIC] Doors: painted, Flush Solid Core
KOO O Windows: Andersen, Double Hung, Tilt and Wash
6. ]I Electrical: Light & Receptacle
7.X LI LI L] Counter/Cabinet: Laminate Top & Flush Laminate Cabinet
8. D[ Faucets/Traps: Generic
9. JLIRLIL] Toilets: Xohler
10.A L L] L[] HVAC Source: Heating system register
M. Ventilation: Electric ventilation fan
Top Floor Master Bathroom
12. 100000 Ceiling: brywall
3. X000 0] walls: brywall
14.X1 L1000 L] Fleor: vinyl floor covering
15.XA ][] Doors: painted, Flush Solid Core
6. 11 C0[C] Electrical: Light & Receptacle
17.XA 1] ][] Counter/Cabinet: Laminate Top & Flush Laminate Cabinet
18. X1 1L1[] Sink/Basin: Ceramic
19. ][] Faucets/Traps: Generic
20.BJ 1 LIED T Tub/Surround: One Piece Fiberglass
21. 1B LI Toilets: Kohler
22.XKA LI L] L] HVAC Source: Heating system register
23. X IO Ventilation: Electric ventilation fan
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Kitchen Unit 1

ANPNI M D
Kitchen & Dining Area, Main Level Kitchen
1.:ACJ 0 [J[] Cooking Appliances: General Electric
2. X000 Ventilator: General Electric
3.0 Dishwasher: General Electric
4 XKLL Refrigerator: General Electric
5.XACICILCILE] Sink: stainless Steel, Double Bowl
6. JJJ[] Electrical: Lights & Receptacles
7.000KXK L[] Plumbing/Fixtures: Generic
8.0CIBL] Counter Tops: Laminate and composite materials There is a small dent in
the surface of the counter top.
o.X OO0 CcCabinets: Flush Laminate
10.JLJLJLIB4d Ceiling: Drywall There is a crack in the
drywall ceiling.
MK OO QL] walls: Drywall
12.[JCJCJC0B] Floor: vinyl floor covering The vinyl flooring is damaged at the entry
door.
13.X& OO0 Windows: Andersen, Double Hung, Tilt and Wash
14. X111 HVAC Source: Heating system register
Bedroom Unit 1
ANPNI M D
Top Floor Rear Bedroom
1.XA OO0 00O Closet: single
2.X OO0 Ceiling: brywall
.XI 000 walls: brywall
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Bedroom Unit 1 (Continued)

4. JOOOMK Floor: carpet The carpet tack strip along
the unit party wall, the strip is :
stained and the tacks are rusty.

5.X 1] Doors: Painted, Flush Solid Core

6. 1 ][I Windows: Andersen, Double Hung, Tilt and
Wash The wood window sill deoes not fit
as it was originally installed.

7.0 Electrical: Fan, Light & Receptacles
8.X O] HVAC Source: Heating system register
Top Floor Front Bedroom
9. 0] Closet: single
10.XI OO0 Ceiling: brywall
1M1. X OO0 walls: Drywall
12.J 000K Floor: carpet The carpet tack strip along |
the unit party wall, the strip is [
stained and the tacks are rusty.
XI[1[J[]{] Doors: Painted, Flush Sclid Core
4. DA OO L] Windows: Andersen, Double Hung, Tilt and Wash
15. X L] J L] Electrical: Fan, Light & Receptacles
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Bedroom Unit 1 (Continued)
16. X ][ HVAC Source: Heating system register

Living Space Unit 1

ANPN M D

Ground Level! Utility/Storage Room Living Space

1. MO0 0000 Ceiling: brywall

20000 0K [0 Walls: paneling, Painted There is presence of organic growth on the
painted plywcod walls of this room.

3.XIO00O0 Floor: concrete

4. 1000 [ ] Doors: Painted, Flush Solid Core There is organic growth on the surface
of the door.

5.XA ][I0 Electrical: Light & Receptacle

6.X ][] [J[] HVAC Source: Heating system register

Main Level Living Area Living Space

7.0 OB ] Closet: Single There are signs of organic growth on the closet door.

8.X LI LIL] Ceiling: Drywall

o. LI

X

Walls: Drywall There is damage to the
drywall in the area of the double
windows. It appears that somecne left
the windows cpen and the blinds moving
around caused the damage to the vinyl.

10.J I Floor: Carpet The carpet tack strip along
the unit party wall, the strip is
stained and the tacks are rusty.

1. X0 Doors: Bi-fold

12.X 0000 Windows: Andersen, Double Hung, Tilt and Wash

AR IO OO Electrical: Fan, Light & Receptacles
DAL HVAC Source: Heating system register

Ground Level Entry Living Space
15. [0 Closet: Single There are signs of organic growth on the closet door.
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Living Space Unit 1 (Continued)

16. X ][O Ceiling: brywall

17.X OO0 L walls: prywall

18. 0O Floor: vinyl floor covering There is a hcle in the vinyl at the entry
deoor, there are also stains on the vinyl sgurface.

19.X OO0 Electrical: Light & Receptacle

20. X J [0 HVAC Source: None

Stair Well Living Space

21. XD O[] Ceiling: brywall

2.XO0O000 walls: prywall

23.XIL] LI L] Floor: carpet

24 100X L] Windows: Andersen, Double Hung, Tilt and

Wash There are drip marks on the header
vinyl of the center window.

25X ] J[J[] Electrical: Lighting

Laundry Room/Area Unit 1

ANPNI M D

Main Level Laundry Room/Area

1. L] Ceiling: brywall

22X OO0 walls: prywall

OO Floor: vinyl floor covering There are scuffs and cuts in the vinyl
surface.

4 X0 LOLC] Doors: Painted, Flush Sclid Core

5. X LI Windows: Andersen, Double Hung, Tilt and Wash

6.4 Electrical: Light & Receptacle

7.XRLO00OM0 HVAC Source: Heating system register

8.XALI[I][] washer Hose Bib: Recessed Box

o.XI [0 washer and Dryer Electrical: 110-240 VAC

10.XI ][] Dryer Vent: Rigid metal

M. O OLIL washer Drain: Wall mounted drain
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Marginal Summary

This summary is not the entire report. The complete report may include additional information of concern to the client. it is recommended
that the client read the complete report.

Exterior Surface and Components

1. Accent Walls Exterior Surface Type: Plywood Panels with machine shake appearance. The machine
shake look plywood panels, the nails are loose in several places. The exterior
walls should be examined and the loose siding re nailed.

2. Window Screens: Metal wire There are several screens at various location in the house
that are not installed in the windows. No effort was made to inventory the windows.

Electrical Unit 1
3. Smoke Detectors; Hard wired with battery back up Most units, some of the smoke detector

have been removed, others do not respond to the test. I recommend that all smoke
detectors be replaced in these units.

Air Conditioning Unit 1

4. East Side AC System Electrical Disconnect: Tumble switch The
HVAC electric disconnect box is wvery rusty.

5. East Side AC System Electrical Disconnect: Tumble switch The
HVAC electric disconnect box is very rusty.

Heating System Unit 1

6. Ground Level Utility Room Heating System Heating System Operation: Recommend replacement
Kitchen Unit 1

7. Kitchen & Dining Area, Main Level Kitchen Counter Tops: Laminate and composite materials There is
a small dent in the surface of the counter top.
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Marginal Summary (Continued)

Living Space Unit 1
8. Ground Level Utility/Storage Room Living Space Walls: Paneling, Painted There is presence of
organic growth on the painted plywcod walls of this room.

9. Ground Level Utility/Storage Room Living Space Doors: Painted, Flush Sclid Core There 1is organic
growth on the surface of the door.

10. Main Level Living Area Living Space Closet: Single There are signs of organic growth on the
c¢loset door.

11. Stair Well Living Space Windows: Andersen, Double Hung,
Tilt and Wash There are drip marks on the header
vinyl of the center window.
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Defective Summary

This summary is not the entire report. The complete report may include additional information of concern to the client. It is recommended
that the client read the complete report.

Exterior Surface and Components

1. Stairs/Landing: Rear Stairs & Landing,
or out of place.

2. Deck: Front,

Pressure Treated Wood The wood pickets are loose
The nails used to secure the pickets are rusty/deteriorated.

Pressure Treated Wood There is one floor joist near the front of the
deck that is not properly supported with a metal joist hanger

Several of the
handrail pickets are loose and out of place.

Close inspection revealed that the
nails used to fasten the pickets to the top and bottom rails are rusty and

deteriorated and failing to erform their intended function.

“|._.
H’

3. Porch: Rear, Pregsure Treated Wood The porch

sCreen
door is damaged.

il

4. Exterior Walls Exterior Surface Type: Horizontal Wood Ship Lap Siding Several pieces of the

wood lap siding is deteriorated/damaged. All exterior wall surfaces should be
examined and re nailed in the areas where is has become locse. The exterior of the
house should be pressure washed and repainted.
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Exterior Surface and Components (Continued)

Type: continugglr i

5. Trim: Wood, Aluminum Covered There is one place where the two units party wall
intersect, the corner board and the roof shingles are not fitted together with the
proper flashing.

6. Entry Door: Kitchen/Dining Area, Fiberglass, Fullview Glass The door hardware is
possibly defective or needs cleaning and lubricating. Moisture is migrating to the
inside at the door threshold. The door and threshold need to be adjusted to stop
the moisture migration.

The sub-floor just inside thisg door appears to be deteriorated.
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Exterior Surface and Components (Continued)

Entry Door: contiued

= T T

7. Exterior Lighting: Exterior, Surface Mount There is a
exterior light under the front deck that was wired
with underground romex wiring that should have been
installed in electrical conduit. There is a light
installed for the rear sgtairs. The underground

romex wiring for this Ilight should have been
installed in electrical conduit.

8.

Hose Bibs: Frost Procf The kncb for the hose bib i1s deteriorated.
Roof
9. "Eye Brow" Roof Wocd shake shingle roof above double
windows.

There are wood shake shingles missing from
this roof.

Air Conditioning Unit 1
10. East Side AC System A/C System Operation: Inoperative
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Defective Summary (Continued)

11

12.
13.
14.

15.

. East Side AC System Visible Coil: Copper core with aluminum

fins The aluminum fins surrcunding the copper coil
are becoming deteriorated and falling away from the
copper coil. The aluminum fins are present to
dissipate the heat from the copper coil and when
the fins are no longer present the coil will over
heat and the condenser will cease to function.

East Side AC System A/C System Operation: Inoperative
East Side AC System Exterior Unit: Mounted on wcoden platform
East Side AC System Visible Coil: Copper core with aluminum
fins The aluminum fing surrounding the copper coil
are becoming deteriorated and falling away from the
copper ccil. The aluminum fins are present to
dissipate the heat from the copper coil and when
the fins are no longer present the coil will over
heat and the condenser will cease to functiomn.

East Side AC System Refrigerant Lines: Rubbertex Insulation The black rubbertex insulation
on the copper tubing is detericrated and should be replaced.

Heating System Unit 1

16.
17.

Top Floor Closet Heating System Heating System Operation: Recommend replacement
Top Floor Closet Heating System Blower Fan/Filter: Direct drive with disposable filter

Kitchen Unit 1

18.

Kitchen & Dining Area, Main Level Kitchen Ceiling: Drywall There
is a crack in the drywall ceiling,
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Defective Summary (Continued)

19. Kitchen & Dining Area, Main Level Kitchen Floor; vinyl floor covering The vinyl flooring is
damaged at the entry door.

Bedroom Unit 1

20. Top Floor Rear Bedroom Floor: Carpet The carpet tack
strip along the unit party wall, the strip is
stained and the tacks are rusty.

21. Top Floor Rear Bedroom Windows: Andersen, Double Hung,
Tilt and Wash The wood window sill does not fit as
it was originally installed.

22. Top Floor Front Bedroom Floor: Carpet The carpet tack
strip along the unit party wall, the strip is
stained and the tacks are rusty.

Palm-Tech Inspector, Copyright © 1998-2006, PDmB, Inc.



American Home Inspections of NE NC

13:45 April 18, 2011 Page 21 of 21
Unit #46054A.pt5

Defective Summary (Continued)

Living Space Unit 1

23. Main Level Living Area Living Space Walls: Drywall There is
damage to the drywall in the area of the double
windows. It appears that someone left the windows
open and the blinds moving around caused the damage
to the vinyl.

24. Main Level Living Area Living Space Floor: Carpet The carpet
tack strip along the unit party wall, the strip is
stained and the tacks are rusty.

25. Ground Level Entry Living Space Floor: Vinyl floor covering There is a hole in the vinyl at
the entry door, there are alsc stains on the vinyl surface.

Laundry Room/Area Unit 1

26. Main Level Laundry Room/Area Floor: Vinyl floor covering There are scuffs and cuts in the
vinyl surface.
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